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Chapter 1 Winpower Introduction

1. Winpower profile

Winpower is a device monitoring software, which supports individual computer and computers
connected with network (including LAN & WAN).

It is used to monitor the intelligent device to protect computer systems from being shut down
abnormally when power fails. User can monitor and configure the device on any computer in the
same LAN. With the software, a device can provide security protection for more than one computer
at the same time, including shutting down system in security, saving application data and shutting
down the UPS when power fails.

Note: the diagrams about communication betweenvaoét and UPS shown in the following
chapters are just for reference. For different thad®S, the display could be different.

2. Winpower Structure
Winpower contains three components: Agent, Monitor and Traylcon

Note The concrete meaning of Agent refer to Appendix A — glossary explanation.

Agent is the key component of Winpower and runs as a system service on background. Agent
communicates with the device, logs events, notifies users when UPS’s event happens, arranges
actions according to user's requirement and impending shutdown when necessary. Furthermore,
Agent can be managed by Monitor.

Monitor is the user interface application of Winpower. Relying on Agent, it gathers real-time
information and status of the device, server information and allows user to set the control
parameters of the device. It can run on any computer (individual or connected with network).

Traylcon is the management tool of Winpower. It exists on Windows platform only. It appears in
the Status Area of System task bar. Traylcon has two different icons to display the current Agent
status. The icons and the related status, please refer to the following table 1-2-1.

| B 1049 2M Indicate the Agent is Stopped.
| P 1048 AM Indicate the Agent is Running.

Table 1-2-1

When user right clicks the Manager icon, a shortcut menu will be shown. The menu items are
listed as below.

. Shark Agent
Stop Agenk
Stark Manitor

Exit

Diagram 1-2-1

The relationship between Agent and Monitor, please refer to the following Diagram 1-2-2.
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Diagram 1-2-2

3. Winpower Application Range

Application of individual computers refers to the following Diagram 1-3-1.
Software rs

Power Supply Cable
Communication Cable
Diagram 1-3-1

Application in the LAN refers to the following Diagram 1-3-2.

Software oPs Software UPS Software uPs

Power Supply Cable

Communication Cable
Hetwork Cable

Diagram 1-3-2

Application in the Internet refers to the following Diagram 1-3-3.
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Diagram 1-3-3

4. Winpower Functions & Advantages

When Agent is started, it will protect your equipment continuously in every moment.
Uninstalled easily and clearly with no trace. Never increase the spending of system.
You can have a detailed view about all information of the device, such as utility power,
device type, load and battery. The information is shown in the same window, So you can
take all the information in a glance.
With the function of searching automatically and monitoring any device in the LAN.
With the function of searching manually and monitoring any device in the Internet.
With security protect function. The software administrator password can be set to prevent
others from sabotaging. Only the software administrator has the right of full access, other
users only have the right of view.
With the function of data auto protection, it can close most of the running applications and
save the related files.
With the function of time turning on and off the device, it can give maximum protection to
your computer system.
With the function of time self-test of the UPS, it can provide maximum protection to your
UPS system.
With the function of shutting down system by network, it supplies your system maximum
protection.
With the function of data logging (including utility power, device type, load and battery) and
event logging, so that the software administrator can carry out the device system daily
maintenance.
Flexible means of information transfer let you know the device status at any moment and
anywhere, never miss any one even though the change of time and place.

With the function of broadcasting messages to every users in the network.

With the function of sending messages via pager.

With the function of sending messages by Email.

With the function of sending SMS messages via mobile phone.




Chapter 2 Winpower Installation, Start & Uninstall

1. System Requirements
128 MB physical memory at least (256MB is recommended)
160 MB hard disk space at least
More than 256 colors and 800 * 600 resolutions or above display is recommended
The user is required to have the right as system administrator
On Linux or UNIX operating system, user must log in system with “root” account to carry
out the installation. After installation finished, system need to be reboot
TCP/IP protocol must be installed to support network management
An available communication port (RS-232 Serial Port or USB port) is needed while
connecting to device with a special communication cable.
2. Platforms supported by Winpower include the foll owing

Windows 98

Windows me

Windows 2000

Windows 2003

Windows 2008

Windows 2008 server core

Windows XP

Windows vista

Windows 7

Windows 8

Windows SBS 2011

Windows server 2012

Linux

Solaris/Sparc 2.6, 7, 8, 9,10

Solaris/Intel 2.6, 7, 8, 9,10

HP-UX 11.x, 11i.x (PARISC CPU)

AlX4.3.3,5.1,5.2,53

Mac OS X

Compagq Tru64 Alpha

SCO UnixWare 7.1.1, 7.1.3

SCO Unix 8.0

FreeBSD x86

SGl Irix 6.5.x

VMware ESX 3.5, 4.0, 4.1

VMware ESXi 4.0, 4.1,5.0,5.1,5.5

XenServer 5.5

Note: Telecom power only supports the windows platf orms.

3. Winpower Installation Steps
Note: The installation must be started with “root” account in Linux and UNIX systems! And
after installation you must restart the system!

Enter the right directory of the CD according the system platform type.

For GUI mode:
Insert the Winpower CD, find out the operate system of your computer in the CD directory,
Refer to Diagram 2-3-1 as below.




[ChAcrobat Reader File Folder

ALz File Folder
IC)FresEsD File Folder
) GenericUnix File Folder
ICyHPUE Fil= Folder
|ChInstallerData File Folder
I Linuz File Folder
[CiLinuxAMDa4 File Folder
[CaMacosy Fil= Folder
[CIMacosE1n.7 File Folder
I 5olaris File Folder
'm File Folder
& aukorun,inf 1KE Setup Information
IE:I pa bk 1 KB Text Document
IE:I Readre, bxk 12KB Text Docurnent
Diagram 2-3-1

For Windows platform , enter \Windows directory, run setup.exe to start the installation. Refer to
the following diagram 2-3-2-1.

setup.exe

Diagram 2-3-2-1

Note: For windows vista, windows 7 and windows 2008 , enter \Windows directory, you
should run setup.exe as an administrator. Right cli ck on the setup icon, then select “Run as
administrator”, a “user account control” dialog wil | pop up, please select “Allow”. Refer to

the following diagram 2-3-2-2.

r

setup.me

Open
Run as administrator
UktraEdit-32
Diagram 2-3-2-2

For Mac OS X platform, enter \MacOSX directory, double click the setup to start the installation.
Refer to the following diagram 2-3-3.

I L
III P

setup. zip

Diagram 2-3-3

For other operating system, execute ./setup.bin or setup_console.bin, Refer to the following
diagram 2-3-4.
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% InstallerData TESDUTCE
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setup, bin, lax

Diagram 2-3-4
Read the introduction. Refer to the following diagram 2-3-5.

¥ Winpower

Introduction

Installanywhere will guide yau through the installation of Winpower.

[t is strongly recommended that you quit all programs before
continuing with this installation.

Click the 'Mext' button to proceed to the next screen. [Fyou want to
change something on 2 previous screen, click the 'Previous' button.

B =il Cormplete

You may cancel this installation at any time by clicking the 'Cancel®
hiutton.

InstallAmanchere by Macrovision

Diagram2-3-5
Click “Next” and input the Serial Number, Refer to the following diagram 2-3-6.




¥ ¥inpower

Enter Serial Number

This installation requires a serial number to continue.

™ Enter Serial Mum

|
|
L Please Enter the Serial Humber:
S11C1-01220-0100-4TSDF2A

InstallAmahiere by Macrovision

Previous ] I Mext

Diagram 2-3-6

Click “Next” and choose install folder. Refer to the following diagram 2-3-7.

Ul Yinpower :||:|['>_<|

Choose Install Folder

(2] Where Would You Like to Install?
~ Enter Serial Num
™ Choose Install Faolder
[l

]

®

C:\Program Files'MonitorSoftware |

Eestore Default Folder ” Choose... ]

InstallAmanchere by Macrovision

Diagram 2-3-7

Review the Pre-installation Summary. Refer to the following diagram 2-3-8.
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¥ ¥inpower

Pre-Installation Summary

™ Introd Please Review the Following Before Continuing:

Product Name:
Winp owrer

™ Enter Serial Murn
' Choose Install Folder
Pre-Installation Summany

A

Install Folder:
i
[ ]

CAProgram Files\WonitorS oftware

Shortcut Folder:
ChDocuments and Settingste2010468 [ FFo% | ERGER
Winpower

Disk Space Information (for Installation Target):
Fequired: 99,665 817 bytes
Avatlable: 5,291,319 294 hytes

InstallAmahiere by Macrovision

Zancel Previous Install

Diagram 2-3-8

The installing process, refer to the following diagram 2-3-9.

¥ ¥inpower

Installing Winpower

= Introd
~ Enter Serial Mum
™ Choose Install Folder
' Pre-Installation Summan

= Installing...

Installing... AdventetSnmp.jar

InstallAmahiere by Macrovision

LI |

Diagram 2-3-9

When the installation program is completed, click “Done”. Refer to the following diagram 2-3-10.
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Install Complete

Intrndup_tiun Congratulations! Winpower has been successfully installed to:

EnterE'eri'aI e [7]
CAProgram Files\mMonitorSoftware
Choose Install Folder

Press "Done" to finish the installation.

']

!

e

7 Pre-lnstallation Surmmary
 nstalling...

A

Install Complete

InstallAmanchere by Macrovision

Ledlieel CrevidlUs

Diagram 2-3-10

If the software is installed successfully, winpower application can be found in the Start
menu\Programs\. Refer to the following diagram 2-3-11.

AT&T Connect ’
CATC >

I'i \Winpower k r-"& ninstall \Winpawer

1 Winpower
Diagram 2-3-11
For console mode:
1. Enter the directory according the system, run setup.bin or setup_console.bin to start the
installation program.
Note: For UnixWare platform, make sure JRE has bee n installed in your system,
then enter the /GenericUnix directory to start the setup.
2. Read the information provided, press ENTER to continue the installation.
3. When the installation program is completed, click “Done”.
4. Reboot the Linux and UNIX system after installation.
The installation will set environment variables for Winpower in /etc/profile file. (For details to see
'Set environment variable' below). Reboot the system in order to make the setting valid.

4. Start/Stop Winpower
In Windows operating system
Start Agent:
Run the Winpower from Start\Program\Winpower will start the Traylcon and Agent. For windows7
operating system, you should restart computer after the first installation.

Refer to the Diagram 2-4-1 as below.

12




AT&T Connect ’

CATC y
rm '||'||'|r|F|| IAEL | 3

ot Uninstall Winpower

i '||'||'|r|F|| B

Diagram 2-4-1

The Agent can be start by the following methods:

1) Run the Winpower from Start\Program\Winpower will start the Traylcon and Agent. Refer to
diagram 2-4-1.

2) Right click the agent icon shown on the bottom right corner of the display and select the “Start
Agent” item. Refer to Diagram 2-4-2.

Skart Agent
v Stop Agent
Skart Monikar

Exik

)

Diagram 2-4-2
3) On all Windows operating system, agent can be started automatically when the computer
reboots.

To start the Monitor, right click the Traylcon, and select “Start Monitor”, or double click the icon.
Start Monitor:
Right click the Traylcon and select the "Start Monitor" item. Refer to Diagram 2-4-3.

v Shark Agent
Stup Agent

Exit

NEZGHh® = 11

Diagram 2-4-3

Stop Agent:
Right click the Traylcon and select the "Stop Agent" menu item. Refer to the following diagram 2-
4-4

v Stark Agenk

Stop Agenk

Skart Manitor

el hd®  11:08
Diagram 2-4-4

Exit:

On Windows vista, Windows 2008 and Windows7, if you want to exit, right click the winpower
Software tray icon, and select “Exit”. Once you exit it, you should restart the computer to start it
automatically. But if you have administrator privilege, you can start it again without restart computer.
There are two steps: the first to start the agent, open the “Services” from the “Start menu” > “Control
Panel” > “Administrative tools”, and find the service “UPSmonitor”, right click on it, select “Start”. The
second to start Traylcon, click the winpower software from Start menu > Program \ Winpower.

For other windows OS, to exit, right click the winpower Software tray icon, and select “Exit”. If you
want to start Traylcon, just click the winpower soft from Start menu > Program \ Winpower.

On Mac OS X

13




Set Agent to be auto started when System boots:
Open “System Preferences -> Accounts -> Login items”; click “+” icon to add the
“Applications/Winpower/Agent” as Login auto start item. Refer to the following diagram 2-4-5.

eeo Accounts
[« »|[ showan | Q
My Account -[ Password = Picture | Login ltems | Parental Controls j—
.. apple
A& Admin These items will open automatically when you log in:
Other Accounts Hide  Item Kind

Applicaticn

To hide an application when you log in, click its Hide checkbox.

[ +[-]

Login Options

echafoee]

Click the lock to make changes. ®

Diagram 2-4-5
Start Agent:
You can double click the agent link in "Applications/Winpower" directory to start the Agent.
You can also start it in terminal by enter install directory and execute command:
Enter “/opt/MonitorSoftware” directory and execute command: sudo ./agent start
Start Monitor:
Double click the executable monitor link in "Applications/Winpower" directory to start Monitor.
You can also start it in terminal by enter install directory and execute command: sudo ./monitor

Stop Agent:
Enter install directory and execute command:
Sudo ./agent stop

On Linux and UNIX:

Start Agent:
Enter “/opt/MonitorSoftware” directory and execute command:
Jagent start

Start Monitor:
Enter “/opt/MonitorSoftware” directory and execute command:
Jmonitor

Stop Agent:

Enter “/opt/MonitorSoftware” directory and execute command:
Jagent stop

14




5. Uninstall Winpower
On Windows operating system
There are two methods of uninstalling Winpower
One is to click “Uninstall Winpower” icon in “Start/Program/Winpower” with left mouse button,
refer to Diagram 2-5-1 as below.

) AT&T Connect »

/) catc y

G Winpower | Uninstall Winpower

&

& inpower

Diagram 2-5-1
Note: On Windows Vista, Windows 2008 and Windows 7, make sure you have administrator
privilege, right click and select “Run as administr ator”.

The other is to left click “Control Panel/”Add/Remove Program”/Change/Remove(C)” button,
refer to Diagram 2-5-2 as below.

¥ Add or Remove Programs

Currently installed programs; [ Show updates Sort by: | Mame L¥s |
Zhange ar [
Remowe ||E PowerWord2009Eaton Edition Size  EE4.00ME
Prograrms | i
i ii uickTime Size  74.01MB
% |5 RICOH RSCE53 Media Driver Yer,1.02.00.17 Size  3.63MB
0
Add Mew !Q Roxio Creatar Business Size  374.00ME
Progra 5
il -ﬂ] Synapkics Poinking Device Driver Size 15.73MB
|
E] | 45" TortoiseSYN 1.6.6,17493 (32 bit) Size  27.73MB
|
AddRemove ﬁi] Trend Micro OfficeScan Client Size  79.53ME
Cuﬂré';'ii';ﬁts (7 visual Studio 2010 Tools for SQL Server Compact 3.5 SP2 ENU Size  10.75MB
&% web Deployment Taol Size 4,54MB

@’ @ Windows Media Format 11 runkime

Set Program @ Windaws Media Player 11
ficcess and

Defaulks .,f_—;l, Windows Search 4.0 Size 5 21ME
ﬁ_,'-?—,.! Windows XP Service Pack 3 Size  49.59ME
|'|i.:.,El Winpower
Click here for support information,
Last Used O
khis program or remave it From your computer, click. Change Remove
|45 558 version 1.5 Sina  n7EME T
Diagram 2-5-2
Note: Before uninstalling Winpower, you must stop a Il Winpower program first! Otherwise

it can't be uninstalled completely.

After left click, the Uninstall Program will pop up a dialog shown on Diagram 2-5-3 as below.
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% Oninstall Winpower

Uninstall Winpower

M Introductian.. Ahoutto uninstall...
< .

Winpower
[ ]

This will remove features installed by InstallAmawhere. It will not
retmove files and folders created after the installation.

InstallAmahiere by Macrovision
Zancel Frevious LIninstall

Diagram 2-5-3

Click the “Uninstall” to begin to uninstall Winpower software, refer to the following

% Oninstall Winpower

Uninstall Winpower

Fleaze wait while Installbnywhere’ = uninstaller
removes the following features. ..

™ Introductian..
™ Uninstalling...

2 Preparing...

Files...
Shortcuts...
LaunchAmmwehere
Folders...
Registry...

Uninstalling... NT Service: UPSmonitor

InstallAmahiere by Macrovision

_l:i__ii"[‘._:li [--------------------- ]

Diagram 2-5-4
Click “Done” and Winpower has been uninstalled completely. Refer to the following diagram 2-5-5.
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% Oninstall Winpower

Uninstall Complete

™ Introd All iterms were successiully uninstalled.
~ Uninstalling...

™ Uninstall Complete

InstallAmahiere by Macrovision

izancel FPrevious Daone

Diagram 2-5-5
On Mac OS X:

Open the Terminal from “Applications/Utilities/Terminal”, execute commands:

cd /opt/MoniorSoftware

sudo ./Uninstall

Input the system account password when it prompts, and uninstall will be carried out with
administrator privilege. The software can be uninstalled completely.

If you only execute the command”./Uninstall’, maybe some files of the software can’t be
uninstalled.

On Linux and UNIX:

Open the Terminal, enter "/opt/MonitorSoftware" directory and execute command:./Uninstall

17




Chapter 3 Winpower User Interface

1. "Winpower Manager" window

Winpower Monitor shows "Winpower Manager" window, which displays a list of agents within the

LAN.

There is a tree view on the left side of the window, which displays a hierarchical list of items. Such

as “Root”, “networks”, the Agent, the COM port, USB port and the UPS or ATS models or telecom

power. By clicking an item for UPS, the user can expand or collapse the associated list of submenu.

Refer to the following diagram 3-1-1.

—— _ -
| £ Winpower Manager -- BAOCNWHP3004167 (Read only) -- @M

System Logs Device Tools Monitor SMMP  Preference Language Help

Ofek =0

=8 USB
"8

ST Inverter

2310

w‘
=2
o
<
a

Q

ﬂj.}- |

= RETRIRT

«

[v]

= |

2 Battery voltage |13.6\.f
|25.D°C ID%
UPS Temp. Load

B;’ Root MNormal 1e
Saly LAN hiodel: LINE-INT  Corm Port USE
| B 8 BAOCNWHP

|49.5HZ - D
TILLITEIINYl | OAD

20130629 09:45:35 Communication with UPS normal
M 1 [ »]| 20130628 D8:45:44 Qutput: Output off

Diagram 3-1-1

For telecom power, the interface is different, Refer to the following diagram 3-1-1-1.
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'linporer Nanager —— stkr—user? (Bead) —— o ] 4
Swstern Logs Dewice Tools Mordtor Preference Language Help
ik i =11=1 kA
¢ & Root Deervine Status: Hormal
7 G LAN ; : : .
Telecora Power Systern Serial Muraber | 123456729 Terp: 25 Corm Port: COMI
¢ = stkruser2
¢ i COmi
-]
¢ In |---m"‘-’ - L L L L L L L L L L]
& 5 1 . w U
o Re : = :
=) sthrxsh ! P p—
=] nie-dan-gen . S --
[=] santak-0afad : |
o [E PowerEdger ! "
ii I
S = -
' 1
: :-- —Eg .
" —
N —':g
1] i | [»

Diagram 3-1-1-1

For ATS, refer to the following diagram 3-1-1-2.

linpu'er Nanager ¥YerZ?.9.0.0 — rdcr—zouj (Read) ——

Systermn Logs Dewvice Tools DMlonitor Preference Language Help
N A 7
¢ % Root Dienvice Status: Horrmal
o ER LAN
T S
¢ & com
' g ”_jh - Preferred Sounrce
zla-Jie Valtage 524V
o [B] zhangxiangpi Frequency 499 Hz ? % A
o [ santak-do3f 1T
gW’Q‘N - Frequency 4959 Hz
1 Current 047 &
Load 2w
Voge 2222V [ .
Frequency 4959 Hz 52 S
4] Il [ 1

Diagram 3-1-1-2

For Inverter system, refer to the following diagram 3-1-1-3.
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Winpower Manager -- BAOCNW154402023 -- A=
System Logs Dewvice Tools DMloritor Preference Language Help

NBEEET?

¢ % Root Dievice Status: Line Iods
¢ G LaN
¢ Q BAOCMHYT54 Irrverter Sertal Muraher: 123456729 | Terap: 25°C Cora Port: CORMI
¢ % com
-

Diagram 3-1-1-3

=] paoCNSPWE
=] BAOCNW1 54

d Il [ |»

If you select one of the UPS model from the List, details about it will be displayed on the right side,
Refer to the following diagram 3-1-2-1.

1. The middle area displays the UPS Status Figure. The Status Figure is different according to
various UPS status and UPS type.

2. The upper area displays the UPS Status Description and recommendation, and the Agent
system times with right align.

3. The lower area displays last two events information.

4. Itis able to minimize the window by clicking the minimum button on the top right corner of the
window.

5. ltis able to exit from the system by clicking “X”.

20




Winpower Manager -- BAOCNW154402023 (Read only) --

Systern Logs Device Tools Monitor SKMP - Preference  Language Help

ORezks Y=R::0C)

Marrmal UPS status description 11:06
hodel: LIME-INT  Com Port: LISE

- LISE

o PLInE-IN
§ baocrw154400
'@pCDDI | :lIlllIllIIIIIIIIIIIIIIIIIIIIIIIIIIIII;

- g8 baocnwlS‘l‘lDZ: UPS status figure
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EREEEENN] Inverter IRETRIRRINREY | OAD

Ly WaN

Charger [IIL]

mIIDNNRNNRERD
(RRRRRRRRARE]]
ra
wa
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=

FEN /

|25.D°C | ID%

Battery voltage |1 3.6V

UPS Temp. Load

| 2012/0314 11:01:42 Lost Communication with UPS

|| 2012003114 11:01:48 Communication with UPS narmal Svenis hitimation

1] Il [ [»

Diagram 3-1-2-1
lllustration of UPS Status information bar:
The UPS status figure contains five parts: AC LINE, UPS, BATTERY LOAD and BYPASS.

If you select one of the telecom power models from the List, details about it will be displayed on
the right side, Refer to the following diagram 3-1-2-2:

'I'inporer Banager —— stkr—mser? (REead) —— _Iﬂlil

Systermn Logs Dewice Tools Mordtor Preference Language Help

N sle|=|E]2]
& Root Dievvice Status: HMorraal
9 CHLAN

Telecorm Power System Serial Murber ; 123456789 Terp: 25°C Cora Port: COM1

¢ = sthr-user2

& Invere

# 5TS
# Rectifie
[=] stkr-xsh
[=] nie-dan-gen
[=) santak-Dafadrhs
o = PowerEdne1900
o = lijh
8 VAN

] Il [ [»

Diagram 3-1-2-2
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1. The middle area displays the telecom power Status Figure. The Status Figure is different
according to telecom power status. If there is something wrong with some module, the related
figure will turn red. For example, STS in above figure. Otherwise, it is green or white.

2. The upper area displays the telecom power Status Description. If one or more module of inverter,
STS, or rectifier has broken, it will show “inverter/STS/rectifier warning & fault” in red instead of
detail warning or fault. If you would like to know the details, please select the module, and you
will see more details about every module. Refer to the following diagram 3-1-2-3.

'I'inporer Banager —— stkr—mser? —— ;Iglil
Systermn Logs Dewice Tools Mordtor Preference Language Help
NEIEENEE
Root ||| Module a. .. |Rating O0... |Rating I... |Output H. .. |Output L. .. |Rating o. .. [Rating o... |Module s. .. |1
g LA 1] 2210V 2210V 2210V 2210V 1232VA S0. OHz 100000011 2 a
[ ‘g sthr-user? 1 220, 0v 220, 0V 220, 0¥ 220. 0V 1231V S0. 2Hz 100000001 1
? g" COM1
¢ U Talecom Po
L B nerter
# STS
# Rectifier
=] stkr-ush
=) nie-dan-gen

[=) santak-Dafadrhs
o [E] PowerEdge1900
o = lijh

B AN

DT e | _>|LI

Diagram 3-1-2-3

If you select one of ATS models from the List, details about it will be displayed on the right side,
Refer to the following diagram 3-1-2-4:

'linporer Banager —— rder—-zouj (Eead) —— _IDIﬂ
Swstern Logs Dewice Tools Mordtor Preference Language Help
sk ==z
E|\+/ Rt Device Status: Hornmal
=L LAN
LB oMt
- Tang
= stkr-chen
zhang-dong-yu Preferred Source
lijh Woltage 2204V
*u-jun-jing Frecquency 500 Hz - % &
| zhangxiangpir Voltaze 2527
wa-jie Frequency 500 Hz
WaH ? Curent 046 A
Load 2 ¥
SW2
Kl | »]
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Diagram 3-1-2-4

1. The top area displays the manufacturer and model name of ATS. Sometimes, the manufacturer
may not be shown. For example, “ATS” means that the model name is ATS. The bottom area
displays the serial number and firmware version of ATS.

2. The middle area displays the ATS Status Figure. There are five lights: S1, S2, SW1, SW2, F1
and three information frames. Also, there are some current lines in black or green.

3. The S1is black when Input source 1 failed (no power on source). It will flash when the voltage or
frequency of source 1 is out of range or source 1 is unstable. It is green when sourcel is OK.
The S2 for source 2 is the same. The SW1 is green when the load is powered by input source 1.
Otherwise, it is black. The SW2 is the same. The F1 in red indicates that the faults are detected,
such as overload fault, stick fault or over current. Otherwise, the F1 is green.

4. The information frame on the left of S1 displays the input voltage and frequency of Source 1. S2
is the same. If it is the preferred source, then the “Preferred Source” string is shown. Also, the
background color of the frame indicates whether it is the preferred source. If the background
color of frame is green, then it is the preferred source, otherwise, it is white. The frame on the
right of F1 displays the output information, such as output voltage, output frequency, output
current and load percentage.

5. The lines between S1 and SW1, between S2 and SW2, between SW1 and F1, between SW2
and F1 indicate the current. If there is current between them, the line is green. Otherwise, the
line is black.

If you select inverter from the List, details about all module of inverter system will be displayed on
the right side, Refer to the following diagram 3-1-2-5:

Winpower Manager -- BAOCNW154402023 --
Swstern Logs Device Tools Mordtor Preference Languaze Help

NBEBERE ?

Root Pawer Li... Runtirme Temperat,.,  Fault®Ma,.. LineVoltage  LneFreg... | MBS Posit,..  Run Mode
Q LAM 1234%: 1Hours 340 mormal 1234w 53.2Hz rormal Line Mode ~
¢ = Brochw 5440202 12345 1Hours 340 Mormal 1223 52.2Hz Mormal Line Mode T
¢ F com
? H inverter

BAOCMNSPWEDGED
BAOCMNYW15440129

haocrmw! 54400636
haocrw! 54401599

1 ] Il [1r]€ | >
Diagram 3-1-2-5

2. Menu and Dialog

1) Auto Search Device

When user select "Auto Search Device" item from "System" Menu, Winpower will start searching
for the device connect to the computer’s serial port or USB port (for telecom power, the USB driver
must be installed; For ATS, A crossover RS232 cable will be needed that crosses pins 2 and 3, so
that pin 2 on one side is connected to pin 3 on the other.). See the following diagram 3-2-1-1 and
diagram 3-2-1-2. Winpower can monitor not more than four COM ports and one USB port in one
computer. Only on Windows 98/2000/2003/XP/Vista, Mac OS X and Linux (with kernel 2.6) can use
the USB port. For UPS, no USB driver is needed. But telecom power's USB communication only
works with Windows 2000/XP/Vista and need install the USB driver at directory USB driver.
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Diagram 3-2-1-1

Winpower Manager -- BAOCNW154402023 - =13
System  Logs Device Tools Monitor SMWP Preference  Language Help

|@ :I:: ra u % @§Searching for device in local Computer, ..

[=-# Rook Morral 13:10
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= 8 BAOCHW/ 1544
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|

hodel: LINE-INT  Com Port USE
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L
(- 0 BAOCNW 1543
oty WAN
~flg shmp
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= grEEEINIRENEND
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Battery voltage I13.B\."
|25.D°C ID%

LPS Temp. Load

201300314 11:49:31 Lost Communication with LIFS
2013/03/14 11:49:36 Communication with UPS normal

Diagram 3-2-1-2

By clicking the item in the tree view, user can get the information following, refer to the diagram 3-
2-1-3.

1) All the computer running Winpower Agent on the LAN.
2) Device COM Port or USB Port.
3) The model type of Device to which the Agent is connecting.

4) The Current Status of the Agent which user selected in the tree view.
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Winpower Manager -- BAOCNW154402023 (Read only) -- =3
Systern Logs Device Tools Monitor SHWP Preference  Language Help

@&E8:] B@©

=@ Root Mormal 10:08

ady LAN : B -
i Baochwisss| Mol LINE-INT - Com Port USE

LLLELLL Inverter

228.0v

|49.8HZ r )
IIRIRRRINER | OAD

E

Charger 1

Battery voltage |1 3.8
|25.D“C ID%
UFS Temp. Load

201310314 08:32:26 Lost Communication with LIPS
2013/03/14 09:42:11 Communication with UPS normal

Diagram 3-2-1-3

2) “Administrator” Dialog

"Administrator" dialog can be opened by clicking “Act as Administrator” in the “System” menu.
See the following diagram 3-2-2. Enter the administrator password in the edit box and then click
“OK” button. If the password is not correct, the system will pop up a message dialog to prompt users
that the user password is not correct. If the password is correct, users can get the administrator
access right and set up the Agent.

Note: The initial password is “Administrator”.

Administrator x|

Fasswiord: I

O | Zancel |

Diagram 3-2-2
3) "Administrator Password Settings" Dialog

“Administrator Password Settings” dialog can be opened from the “Modify Administrator
Password” menu item of “System” menu. Refer to the following diagram 3-2-3.
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Administrator Password Settings x|

Mesw Passwiard: I

Canfirm Password: I

Ok I Cancel |

Diagram 3-2-3

Administrator password only can be set by super user in local machine. If you are not a super user
yet, the "Administrator” Dialog will pop up first for you to log on as an administrator.

User needs to enter a new password in the "New Password" text box and reenter the new
password in the "Confirm Password" text box. If the passwords are not consistent with each other, a
message dialog will pop up to notify the user that the password is not correct and request the user to
enter it once again. If the passwords are consistent with each other and the button "OK" is selected,
the new password will be accepted by the system.

4) "Event log Viewer" Dialog

"Event Log Viewer" Dialog will be shown when user selects the "Event Log" menu item from
"Logs" Menu or click buttons from toolbar, or click the “View log” button of event log in the “Record
Setting” dialog, then the “Event Log” dialog will pop up. Refer to the following Diagram 3-2-4. The
dialog displays a list of history events.

Event Log Viewer,

Ewvent Log Record Mo: 1-15af 23

[ DATE | TIME  ||EWENT TYFPE | [ DELETE |
& 01105023 09:32:59  |Agent Start F]
i\, 2011/05/23 09:46:25 QN-LIME in IJSE Communication with device losk F]
& couyjosees 09:47:47  |Agent Stap ]
€ 0110523 09:48:17  |Agent Start ]
ﬁ 2011/05/23 09:43:14 COM-LIME in IJSE Communication with device losk ¥
i\, 2011/05/23 09:56:54 ON-LIME in COMS IUPS Cutput: Bypass mode F]
ﬁ 20110523 09:59:50 CM-LIME in USE UPS Qukput: Bypass mode [F]
ﬁ 20110523 10216 CM-LIME in JSE Communication with device lost F]
ﬁ 2011/05/23 10:06:15 COM-LIME in COMS IUPS Oukput: Bypass mode ¥
O coujoses 10:10:35  |Agent Stop F]
& couyjosees 10:53:18  |Agent Start ]
ﬁ 20110523 12120032 CM-LIME in JSE Communication with device lost F]
& 20110524 08:13:05  |Agent Start F]
i\, 2011/05/24 03:13:03 QN-LIME in IJSE Communication with device losk F]
€& coiyjosies 03:30:13  |Agent Start ]

| | | [ End ]| [ Celete ]| [ Clear Al ]| [ Close ]|
Diagram 3-2-4

User can select the check box “Delete” and click "Delete" button to remove the selected events.

User can click “Close” button to close the dialog.
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User can click "Purge All" button to delete all of the events.

Note: If “Delete” and "Purge All" button are invali d, it means your access right to the
current Agent is “Read Only”, you can't carry out t he operation. You should log in as a super
user.

5) "Data log Viewer" Dialog

"Data Log Viewer" Dialog will pop up when user selects "Data Log" item of "Logs" Menu , or click
buttons from toolbar or click “View log” button of data log in the “Record Setting” dialog. Refer to the
following Diagram 3-2-5, the history data will be displayed in this dialog.

Users can select the port and UPS to show the data of that device.

Users can click “Next”, “Prev”, “Home” and “End” button to display the data log.

Data Log Viewer,

Part: fuse —— EGEREY | ON-LINE v|

[ DATE I TIME I -y [ ouTt-Y J|[(+BaTT-V)|[ IM-F [ SUT-F | [ LoAD ||[TEMP | [ CELETE |
Z011/05/24 171715 227 205 52.2 49,9 49.9 0 26 D
2011/05/24 17:158:15 227 208 52.2 50.0 50.0 ] 26 D
Z011/05/24 171915 227 205 52.2 S0.0 S0.0 0 26 D
2011/05/24 17:20:15 227 208 52.3 49.9 49.9 ] 26 D
Z011/05/24 17:21:15 228 205 52.3 S0.0 S0.0 0 26 D
2011/05/24 17:22:15 227 208 52.3 50.0 50.1 ] 26 D
Z011/05/24 17:23:15 228 205 52.3 49,9 S0.0 0 26 D
2011/05/24 17:24:15 228 208 52.4 50.0 50.0 ] 26 D
Z011/05/24 17:25:15 229 205 52.4 49,9 49.9 0 26 D
2011/05/24 17:26:15 229 208 52.4 49.9 49.9 ] 26 D
Z011/05/24 172715 227 205 52.4 49.5 49.9 0 26 D
2011/05/24 17:25:15 227 208 2.5 50.0 49.9 ] 26 D
Z011/05/24 17:29:15 228 205 52.5 S0.0 S0.0 0 26 D
2011/05/24 17:30:15 228 208 52.5 50.0 50.0 ] 26 D
Z011/05/24 17:31:15 228 205 52.5 S0.0 S0.0 0 26 D

Record Mo 1- 15 of 358
Mext | Prew Home | [ End ]l [ Delete ]l [ Clear all ]l [ Close ]l

Diagram 3-2-5
User can select the check box “Delete” and click "Delete" button to remove the selected data log.
User can click “Close” button to close the dialog.
User can click "Purge All" button to delete all of the data.

Note: If “Delete” and "Purge All" button are invali d, it means your access right to the
current Agent is “Read Only” and you can’t carry ou t these operations. You should log in as
a super user.

6) “Record Setting” Dialog
The “Record Setting” dialog can be opened from the “Record Setting” item of “Logs” menu. Refer
to the following Diagram 3-2-6-1.
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x|
Event Log
Max File Length [2000  mytets)
Wiew Log | Settings |
Diata Log
Max File Length 32000 bytels)
Record Interal EI:I_:I SEC(E)
Wiew Log |
Defautt | oK | ganei |

Diagram 3-2-6-1

The default value of the maximum file length of Event Log Viewer is 32KB (the maximum value is
1MB).

Click the “View Log” button of the event log in the “Record Setting” dialog (Refer to the following
diagram 3-2-6-2) to pop up the “Event Log Viewer” dialog (Refer to the following diagram 3-2-6-3)

Record Setting x|

Event Log

Max File Lenath |32EIEIIZI hytels)
@aﬁ@ | Settings |

Diata Log
Max File Length 32000 hytels)
Record Interal a1} :I SEC(E)
Wiew Log |
Default | ok | {€ancel

Diagram 3-2-6-2
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Event Log Viewer,

Ewvent Log Record Mo: 1-15af 23

[ DATE | TIME  ||EWENT TYFPE | [ DELETE |
& 01105023 09:32:59  |Agent Start F]
_ﬁ 2011/05/23 09:46:25 QN-LIME in IJSE Communication with device losk F]
O zouyosizs 09:47:47  |Agent Stap ]
€ 0110523 09:48:17  |Agent Start ]
ﬁ 2011/05/23 09:43:14 COM-LIME in IJSE Communication with device losk ¥
i\, 2011/05/23 09:56:54 ON-LIME in COMS IUPS Cutput: Bypass mode F]
ﬁ 20110523 09:59:50 CM-LIME in USE UPS Qukput: Bypass mode [F]
ﬁ 20110523 10216 CM-LIME in JSE Communication with device lost F]
_ﬁ 2011/05/23 10:06:15 COM-LIME in COMS IUPS Oukput: Bypass mode ¥
O zoyosizs 10:10:35  |Agent Stop F]
& couyjosees 10:53:18  |Agent Start ]
_3 20110523 12120032 CM-LIME in JSE Communication with device lost F]
& 20110524 08:13:05  |Agent Start F]
_ﬁ 2011/05/24 03:13:03 QN-LIME in IJSE Communication with device losk F]
€& coiyjosies 03:30:13  |Agent Start ]
Prew Horme End | Delete [ Clear all ] Close

Diagram 3-2-6-3

Click the “Settings” button of the event log in the “Record Setting” dialog (Refer to the following
diagram 3-2-6-4) to pop up the “Event Action” dialog. Refer to the following diagram 3-2-6-5.

Record Setting

Event Log

x|

Max File Lenath |32EIEIIZI hytels)
vewtog | setings )|

Diata Log
Max File Length 32000 hytels)
Record Interal a1} :I SEC(E)
Wiew Log |
Default | ok |

Diagram 3-2-6-4

29




Event Action E|

{ LIPS Event List | Telecom Power System Event List | ATS Event List| Record

[] Broadcast Setting

g IJPS Battery Time Exhaust [] Email Setting
0 1P hardware breakdown

[] gend stas Setting
0 UPS Qukput Overload

& Caorrunication Losk

A ACFail

3 on Bypass

& Bypass without output

B, Self-test Fai

3 Phase sequence inpuk error
ﬁ Batkery connection Fail

_#, Load unbalance

A\ Load too high

ﬁ Internal warning

_#\ Mairitain cover is opened Pop up warning for all events
A\ Bypass not available

4 | ¥ [ (04 ]| [ Cancel ]‘

[

Diagram 3-2-6-5

The default value of the “Maximum file length” in the “Data Log Viewer” is 32KB (the maximum is
1MB).

The default value of record interval in the “Data Log Viewer” is 60 second (the maximum is 3600
second).

Click the “View Log" button of data log in the “Record Setting” dialog (refer to the following
diagram 3-3-5-6) to pop up the “Data Log Viewer” dialog (refer to the following diagram 3-2-6-7).

x
Event Log
Max File Length [2000  bytets)
Wiewy Log | Setlings |
Data Log
Max File Length 32000 lyte(s)
Recaord Interval Eilj_j SeCcs)
Defautt | ok | g

Diagram 3-2-6-6
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Data Log Viewer,

Part: fuse —— EGEREY | ON-LINE v|
[ DaTE I TmmE [y |CouTy J [+BATT-Y] [ IM-FJ|[_OUT-F J|CLoaD || [TEMP ) [(DELETE |
2011/05(24 17:17:15 227 208 52,2 49,9 49,9 0 26 F
20110524 17:18:15 227 208 52.2 500.10 50.0 0 26 F]
2011/05(24 17:19:15 227 208 52,2 50.0 50.0 0 26 F
20110524 17:20:15 227 208 52.3 49.9 43.9 0 26 F]
2011/05(24 17:21:15 223 208 52.3 50.0 50.0 0 26 F
20110524 17:22:15 227 208 52.3 500.10 5.1 0 26 F]
2011/05(24 17:23:15 223 208 52.3 49,9 50.0 0 26 F
2011/05(24 17:24:15 223 208 52.4 50.0 50.0 0 26 F]
2011/05(24 17:25:15 229 208 52.4 49,9 49,9 0 26 F
2011/05(24 17:26:15 223 208 52.4 49.9 43,3 0 26 F]
2011/05(24 17:27:15 227 208 52.4 49.5 49,9 0 26 F
2011/05(24 17:28:15 227 208 52.5 50.0 43,3 0 26 F]
2011/05(24 17:29:15 223 208 52.5 50.0 50.0 0 26 F
2011/05(24 17:30:15 223 208 52,5 50.0 50.0 0 26 F]
2011/05(24 17:31:15 223 208 52.5 50.0 50.0 0 26 F
Record Mo 1- 15 of 358
Mext | Prew Home | [ End ]l [ Delete ]l [ Clear all ]l [ Close ]l
Diagram 3-2-6-7
Note: Click “Default” button and the parameters in this page will become default. If the
“OK” button is invalid, it means your access right to the current Agent is “Read Only”, and

you cannot setup the parameters. You should log in as a super user.

7) "Device Control Parameters" Dialog

The "Device Control Parameters” Dialog will pop up when user selects "Device Control
Parameters" item of “Device” menu.

For ON-LINE Device, refer to the following diagram 3-2-7-1.
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UPS Control Parameters El

Input Freguency Range Lo Lirmitgd 0.0 -- 49,00 m:ll Hz
High Limit(51.0 - 60.0) a0 4 he

Woltage Range on Bypass Low Limit{80 - 2193 IF:II b
High Limit(221 -- 286) e

Fanel Control

Allow OFF-Key to Enable/Disable Audible + Yes Mo

Warning When LIPS Works on Bypass

Allowe ON-Key to Enable/Disable Audible v Yes Mo

Warning When LIPS Worls on Battery Mode

Audible Warning

Bypass Audible Warning f* 0On Silent
Battery Mode Audible YWarning + On  Silent

Cperation Option

YWork On Bypass When UPS Turned Off * Yes { Mo
Auto Reboot UPS When AC Input Restored v Yes Mo
Default Ok Cancel

Diagram 3-2-7-1

For regular LINE-INT UPS, user can enable/disable battery mode alarm audible though this dialog.
Refer to the following diagram 3-2-7-2:

UPS Control Parameters I 5[

Audible Warning

[~ Change Battery Mode Audible \Warning(alarmiSilents

[8]:4 Zancel |

Diagram 3-2-7-2

For special LINE-INT UPS, Refer to the following diagram 3-2-7-3.
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x
Audihble Warning
Battery Mode Audible Warning @ On ¢ Silent
Cperation Option
Energy Saving ¢ ves O Mo
Auto Reboot UPS When AC Input Restored & Yes Mo
Autornatic SelfTest ¥ Yes Mo
Farameter Option
Input Type |N|:|rmal LI
Output Voltage Rating |22w Ll
External hattery module number |1 :l

[8]:4 Cancel |

Refer to the following table 3-2-7-3.

Diagram 3-2-7-3

Parameter

Value

Battery Mode Audible Warning

Yes — Allow audible warning in battery mode

No — Keep silence in battery mode

Energy Saving

Yes — If the load is light, Shut down UPS in 5 minutes

when AC Fail

No — UPS won’t be shut down until battery backup time

exhaust

Auto Reboot UPS When AC
Input Restored

Yes — Auto-restart enable
No — Auto-restart disable

Automatic Self-Test

Yes — Automatic self-test enable
No — Automatic self-test disable

Input Type

Normal — Accept normal AC line range

Wide range — Accept wide AC line range

Generator — Accept generator’s output

Output Voltage Rating

Can be 110V,120V,127V,220V,230V,240V

External battery module
number

Only long time discharged model has this option, the

number is from 00 to 10.

Table 3-2-7-3

For telecom power, Refer to the following diagram 3-2-7-4
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Telecom Fower System Control Parameter Setting

a0 T

r

a0 T

1

Diagram 3-2-7-4

For ATS, Refer to the following diagram 3-2-7-5
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x|
I~ Buzzer Status Enable h
[ Preferred Source 2 :
[ Synchronization Yalue 10 L
[~ Delay Transfer Time on Asynchronous Mo Delay L
[~ Input Voltage Acceptable Range 20 L
[ Input Frequency Accepkable Range 10 :
[ Mominal Yolkage 220 L
o4 | Cancel |

Diagram 3-2-7-5

Refer to the following table 3-2-7-5.

Parameter Value
Buzzer Status can be Enable, Mute, Disable
Preferred Source 1 - The Preferred source is S1
2 - The Preferred source is S2
Synchronization Value The value can be 10,15, or 20. If the phase difference

between S1 and S2 is less than this value degree, ATS
will regard two input sources as synchronous source

Delay Transfer Time on The value can be No delay, half cycle and one cycle.
Asynchronous When switching input source due to preferred source fail
if two input sources are not synchronous, the ATS will
add a period of delay time.

Input Voltage Acceptable The value can be between 12 and 20. for example ,the

Range range of input voltage window is +/-12% if this value is 12

Input Frequency Acceptable The value can be between 5 and 15. for example ,the

Range range of input frequency window is +/-15% if this value is
15

Nominal Voltage The value can be 220,230 and 240. This is only available

for HV system

Table 3-2-7-5

Note: If the “OK” buttons is invalid, it means that your access right to the current Agent is
“read only” and you can’t carry out setup. You shou Id log in as a super user.
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8) "Event Action" Dialog

The “Event Action” dialog can be opened, by clicking “Event Action” item of “Device” menu or
button in the toolbar. Refer to the following diagram 3-2-8. In the “Event Action” dialog, users can
select that which action will be carried out when some events occur. For each event, the actions that
users can select are Record, Broadcast, Email, Send SMS and Send Pager. There are three kind
events, The UPS event list is for UPS, Telecom Power System event list for Telecom Power System
and ATS Event List for ATS.

Event Action [Xl

| UPS Everit List || Telecom Power System Event List | ATS Event List | Recard

[] Broadcast Setting

0 IUPS Battery Time Exhausk ] EMail Setting
IUPS hiardware breakdown

o [] 5end 515 Setting

g UPS Qutput COverload

& Communication Lost

A AC Fail

& on Bypass

& Bypass without output

_ self-test Fai

& Phase sequence input error
& Battery connection Fail

3 Load unbalance

& Load koo high

& Internal warning

3 Mainkain cover is opened Pop up warning For all events
& Bypass not available v
! | & [ k. ]| [ Cancel ]‘

Diagram 3-2-8
Three grades icon of event: Severity (red), Warning (yellow) and Message (blue).

Note: if you want to use the e-mail notification fu nction, you must setup SMTP server first.
For the detailed information, please refer to “How to realize sending event message by e-
mail”.

9) "Shutdown Settings" Dialog

The “Shutdown settings” dialog can be opened from the “Shutdown Parameter” item of the
“Device” menu. Refer to the following diagram 3-2-9.
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Shutdown Settings _——u
_Shutdt:wn Options
s o |[LNEINT =]
[ Battery Backup Time 10 ~ min
Begin Shutdown Immediately when Battery is Low
System @ Shut down () Hibernate [ Multi-UPS input
Shut down UPS
System shutdown need time 2 : min
i [T] Accept Remote Shutdown signal from other Agent Add
N ] : min shutdown system Remove ]
[7] Run Command File before Shutdown Browse.. |
Shutdown File Max Execution Time 1 : miir
Shutdown Remote Agents
Shutdown Conditions Agent is shutdown
Shutdown Alarm Parameters
Shutdown Alarm Interval 1 :_min 1
Scheduled Shutdown Countdown warning 10 : min
| |
om— =
Diagram 3-2-9

The function is only for UPS.

In the “Shutdown Settings” dialog, the setting parameters are shown in the following Table 3-2-9.

Unit Maximum

Value

Parameter

Minimum Default

Value

Remark

Battery Minute

backup time

4320

1 10 When the check box with
the function is selected and
the utility power fails, , the
software will send the
shutdown command to UPS
once the setting time is
expired and the output of

UPS will be turned off

Shutdown
System

No When this check box is
selected, System will be
shut down while the
appointed UPS is being turn

off.

Hibernate

No When this radio box is
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System

selected, System will be
suspended to disk in
shutdown sequence. This
function only can be carry
out in some Windows
platforms and hibernate
support must be enabled
from /Control Panel/Power
Options/Hibernate .

Multi-UPS L L NO When the check box is

input selected, system won't be
shut down until all the
conditions of all selected
UPS are met.

System Minute 99 2 The time to be needed to

shutdown shut down the system,

need time which is from the beginning
of shutting down to the end
of that.

Remote . . No If Yes, System will be shut

Shutdown down by specified Agent.

by Agent

XX min Minute 4320 0 Receiving the specified

shutdown agent's shutdown signal,

system delay XX minutes. System
will be shut down.

Run _ _ Nothing | Before system shutting

Command down, Agent can execute a

File before file, if this parameter isn’t

Shutdown null, Agent will not begin to
shut down the system until
the "Execution file before
system shutting down"
ends.

Shutdown Minute 60 1 Before system shutting

File Max down, the time to be

Execution needed to execute the

Time shutdown file.

Begin . . Yes When this check box is

Shutting selected and battery low

down event occurs, Agent will

immediately shut down the UPS

while battery immediately, otherwise the

low shutting down time will be
controlled by battery backup
time.

Shutdown L L L The condition can be "UPS

remote be shutdown" or "The time

Agents’ on battery exceeds setting

Conditions time".

Agents be . . . When shutdown condition is

Shutdown satisfied, Agent will send
shutdown signal to the
appointed remote Agents.

Shutdown Minute 60 1 The interval that Agent pop

Alarm up an alarm message

Interval before shutting down.

Start Minute 60 10 If user has setup schedule

Warning shutting down, AGENT will

before sound alarm prior to the set
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Scheduled time.
Shutdown

Table 3-2-9

Note: If the “OK” button is invalid, it means that your access right to the current Agent is
“Read Only”, you can't setup the parameters. You sh ould log in as a super user.

10) "UPS Self-Test Immediately" Dialog
The “UPS Self-Test Immediately” dialog can be opened from the “Battery Self-Test Now” item of
“Device” menu. Refer to the following diagram 3-2-10.

uPs Self-Test Immediately I X|

v SelfTest10 secs

{ SelFTest until battery low

¢ SeliTest |1u :I Mins

Cancel |

Diagram 3-2-10

The function is only for UPS.

In the “UPS Self-Test Immediately” dialog, users can select the type of self-test: Self-Test for 10
seconds, Self-Test until battery low, Self-Test for XX minutes. The time range of self-test for XX
minutes is from 1 to 99 minutes.

Note: If the “OK” button is invalid, it means that your access right to the current Agent is
“Read Only”, you can't carry out the operation. You should log in as a super user.

11) "UPS Test Manager" Dialog
The “UPS Test Manager” dialog can be opened from the “Battery Self-Test Schedule” item of
“Device” menu. Refer to the following diagram 3-2-11.
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|N|:wemher ;I |2EIEI4 :I

Sun Man Tue Wed Thu Fri Sat gk

1 2 3 4 5 6 = |

7 3 ] 10 11 12 13

14 15 16 17 12 19 20 Symbol

A 2 23 24 25 26 27 & UPS Fower Off

45 29 30 # UFS Power On

& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS
Once 200411022 |13:08:39 SelfTest SelfTest10 secs |OM-LIME in COM1
Add Test tdadify Rermove

Diagram 3-2-11
The function is only for UPS.

The function can be used to display and setup UPS self-test task. UPS self-test task has two types:
“once” and “monthly”.

UPS self-test type: UPS self-test for 10 seconds, UPS self-test to battery low, and UPS self-test
for the appointed time. The appointed time range is 1 to 99 minutes, and the default value is 10
minutes.

The “UPS Test Manager” dialog contains two parts: task list and calendar. All the UPS self-test
and UPS on/off tasks are shown in the calendar. The red dot denotes the Power Off action, the
green dot denotes the Power On action and the blue dot denotes the self-test action. Click the “Add
Test” button and users can setup the special time and monthly UPS self-test task in the popped up
dialog. The self-test task added will be shown in the schedule.

If you select one of the UPS self-test tasks in the list, you can modify the task that has been set
by clicking the “Modify” button. If you select one of the UPS self-test tasks, you also can remove the
task by clicking “Remove” button.

Note: If the “OK”, “Add Test”, “Modify” and “Remove " buttons are invalid, it means that
your access right to the current Agent is “read onl y” and you can’t carry out the setting. You
should log in as a super user.

12) "UPS On/Off Manager" Dialog

The “UPS On/Off Manager” dialog can be opened from the “UPS On/Off Schedule” item of
“Device” menu. Refer to the following diagram 3-2-12.
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Type Date Start Time Operate Delay Time Dperated LIPS
Once 200411023 [13:09:49 Shut off UPS |TaMins OR-LIME in SO
Add UPS Onof tdadify Rermove

Diagram 3-2-12
The function is only for UPS.

The “UPS On/Off Manager” dialog is used to display and set up UPS On/Off tasks. The UPS
On/Off tasks include two types: “Once” and “Weekly”. The UPS Power Off time range (from
shutdown to turning on next time) that can be set is 1-9999 minutes, i.e. the longest power off time is
6 days 22 hours and 39 minutes. The input range for the year is 2002-2035. The “UPS On/Off
Manager” dialog contains task list and calendar. All the UPS self-test and UPS On/Off tasks are
shown in the calendar. We use red dot to denote the Power Off action, green dot to denote the
Power On action and blue dot to denote self-test action in the calendar. Users can setup weekly and
special time’s UPS Power On/Off tasks in the popped up dialog by clicking “Add UPS shutdown”
button. Note: In terms of time, the new added task can'’t conflict with the UPS self-test task and UPS
Power On/Off tasks that have been set. If you select one of the UPS self-test tasks in the list, you
can modify the setup task by clicking the “Modify” button. You also can remove the task by clicking
“Remove” button.

Note: If the “OK”, “Add Test”, “Modify” and “Remove " buttons are invalid, it means that
your access right to the current Agent is “read onl y” and you can’t carry out the setting. You
should log in as a super user.

13) "Schedule Viewer" Dialog
The “Schedule Viewer” dialog can be opened from the “View Schedule” item of the “UPS” menu.
Refer to the following diagram 3-2-13.
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|N|:wemher ;I |2EIEI4 :I

Sun Man Tue Wed Thu Fri Sat Close |

1 2 3 4 5 ]

7 3 ] 10 11 12 13

14 15 16 17 18 19 20 Symbol

A 2 23 : 24 25 26 27 & UPS Fower Off

45 29 30 # UFS Power On

& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS

Once 200411022 (13:09:41 SelfTest SelfTest10 secs |OM-LIME in COM1
Once 200411023 |13:09:49 Shut off UPS  |[TaMins OM-LIME in SOt

Diagram 3-2-13
The function is only for UPS.

The “Schedule Viewer” dialog is used to show the set up UPS Power On/Off and self-test tasks.
“Schedule” dialog contains task list and calendar graphic. Only the tasks of the current month are
displayed in the task list. We use red dot to denote the Power Off action, green dot to denote the
Power On action and blue dot to denote the self-test action in the calendar.

14) "Broadcast Message Settings" Dialog

The “Broadcast Message Settings” dialog can be opened from the “Broadcast Setting” item of
“Tools” menu or click broadcast “Setting” button in “Event Action” Dialog. Refer to the following
diagram 3-2-14.
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Broadcast Bessage Settings

—Broadcast Ta

[T &l users
[T Caomain User

fdd

Remove

UPS message | Telecom Power System message | &TS Message List

[ |UFS Battery Low

[~ UPS Battery Time Exhaust
[~ UPS Fail

[T UPS Cutput Overload

[T Communication Lost

[~ ACFail

[T ©n Bypass

[T Bypass without oukpuk
[T Self-test Fail

[T Phase sequence incorrect in Bypass

[T Batkery switch not engaged
[T Load unbalance

[T Load koo high
Rl

- il

Cancel |

Diagram 3-2-14

The "Broadcast To" list box lists the users. The

user item must be selected if the user wants to

receive broadcast message. You can add and delete user item by click "Add" and "Remove" button
(Note: the "All Users" and "Domain User" item can’t be deleted). "All Users" means all computers in
LAN. "Domain User" means computers in the same domain with local Agent.

The "UPS message", “Telecom Power System

message” and “ATS message list” list boxes list all

the message, you can select the message by click the check box with the message item.

Note: The function is valid only for windows. To re
in Windows95/98 and "Messenger Service" in Windows

"OK" button is invalid, it means that your access r
and you can't carry out the operation. You should

15) "Email Settings" Dialog

ceive broadcast message, "Winpopup"
NT/2000/XP must be started. If the
ight to the current Agent is “Read only”,

I 0g in as a super user.

The “E-Mail Settings” dialog can be opened from the “E-Mail Setting” item of “Tools” menu or click
E-Mail “Setting” button in “Event Action” Dialog. Refer to the following diagram 3-2-15.
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E-mail Settings E

SMTP Server Setking
SMTP Server |smtp.gmai|.n:n:-m W |
Part 465 |
SMTP User |ahc@gmai|.cnm |

Need Password Authentication

Passward |liiiil |

Encryption | =N W |

Receiver E-mail Address

Jan@1&3, com [T]

sd1 23@gmail.com

| Remove

UPS message | Telecom Power System message | ATS Message List |
LIPS Battery Low
UPS Battery Time Exhaust
UPS Fail
UPS Cutput Overload
Communication Losk
AC Fai
on Bypass

Bypass withouk output

[

Diagram 3-2-15

The included items of the email parameter setting are shown in the following Table 3-2-15.

SMTP Server Name This is the mail server, which is used to
send emails to the appointed users. It could
accept two formats: IP address and host
name. For example: smtp.163.com

SMTP Account Name This is the account for logging in the server.
Enter the complete address format here.
For example: yyy@163.com

Password Input the SMTP account password in
needed
Port This is the port for SMTP
Encryption Encryption technique mode
Table 3-2-15
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The “Receiver E-Mail Address” list box lists the email addresses. Click "Add" button to add an
email address item. Select an address item and click "Remove" button will delete the item. Selected
an email address item, and click the "Test" button will send a test email to the email address.

The "UPS message", “Telecom Power System message” and “ATS message list” list boxes list all
the message, you can select the message by click the check box with the message item.

All of the SMTP parameter’s default value is vacancy, and it can be setup in the local Agent only.
To send email to the appointed user, the SMTP server name or IP address must be set, or the email
will not be sent successfully.

Note: If you want to send email via Internet, you must have a SMTP account in the Internet.
If the “OK” button is invalid, it means that your a ccess right to the current Agent is “read
only”, and you can’t carry out the parameter settin g. You should log in as a super user.

16) "SMS Setting" Dialog
The “SMS Setting” dialog can be opened from the “SMS Setting” item of “Tools” menu or click
Send SMS “Setting” button in “Event Action” Dialog. Refer to the following diagram 3-2-16.

Sender
Carn Part oM v|
Baud Rate 9600 v|
Faormat af phone number |'-.-'-.-'ith|:||_|l: Mational Code L |
[+] PIN Code ||||- |
Confirm PIN Code | 111 |
Carment |Fr|:|m computer 1 |
Receiver

| 13565467323 | 13565467323

&l |

[ Bemove |

UPS message | Telecom Pawer System message | ATS Message List

LIPS Batkery Low

(35

[ ] UPS Battery Time Exhaust
[] UPS hardware breakdown
[ ] UPs Cutput Crverlaad

[] Communication Lost

[ &C Fail
£ | >

54

Diagram 3-2-16
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Below is the use remark of SMS setting:
1. Sender

SMS is sent through GSM modem or mobile phone connected with your computer. User should
select COM port that is being used by GSM Modem or mobile phone, and set baud rate of the COM
port. Locus means that where user is.

2. Receiver:

Receiver is the mobile phones numbers who can receive the SMS. It can be one or more. If the
Event that you have selected occurs, winpower will send the event message to the phone numbers
in the "Receiver" list.

3. UPS message, Telecom Power System message and ATS message list
User can select the events that need to be informed by SMS.

Note: If the OK button is invalid, it means that yo  ur access right to the current Agent is
“Read Only”, and you can'’t carry out the operation. You should log in as a super user.

17) "Monitor Remote Device" Dialog

The "Monitor Remote Device" Dialog will show when user selects "Monitor Remote Device" item of
"Monitor" menu. Refer to the following diagram 3-2-17-1.

Monitor Remote Device [‘5_<|

Enter IP address or Host name of Agent

IP address or Host name

[ (0] 4 ]l [ Zancel ]l

Diagram 3-2-17-1

Enter the IP address or host name of an Agent to be monitored, and press “OK” button. If the
agent exists, its information will be shown below the "WAN" node in the tree view of the Manager
window.

Note:
1) The number of remote agent monitored is up to 256.

2) If the software can't communicate with the remote agent in 1 minute, the agent will be kept on the
left tree, and the status of this agent will be "Network Communication Lost".

3) You can delete a remote agent by select the agent node manually, then click the mouse right
button to show a pop up menu, select "Delete” menu item to remove it. Refer to the following
diagram 3-2-17-2.
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Diagram 3-2-17-2
18) Bottom image

If you select the submenu “Bottomimage” of the menu “Preference”, you can change the bottom
image of the interface. Refer to the following diagram 3-2-18.

Winpower Manager -- BAOCNW154402023 [Read only) --
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= USE N
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baocnw154402129 :lllllllllIIIIIIIIIIIIIIIIIIIIIIIIIIII:

8 localhaost localdomsin
&8 liumatoMac-mini.local
W8 BAOCNW154300260
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g P [2310v ..

|231 0w
|49.8H2

Inverter

Charger XL
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Diagram 3-2-18

19) Temp

The centigrade or Fahrenheit temperature shown in the interface can be changed by selecting the
submenu “Temp” of the menu “Preference”. Refer to the following diagram 3-2-19.

Winpower Manager -- BAOCNW154402023 (Read only) -- (=3
Systern Logs Device Tools Maonjtor SMMP | Breference | Language  Help

' = o N\ Bottomimage ¥ |
BEANBO gl

' Root Marmal DateFormat MOE 14:23

gy LAM e

= 8 BAOCHMW 154402023 MgHELLE TN & Advance Settings
. = use

- TS EEm

I8 baocriwl 54400636
baocrwl 54402129
localhost, localdomain
liurnakoMac-rnini.local
- 0 BACCHW 154300260
gy wan
i W0 BACCNWLS4300260
[z stmp

Inverter

|231 O

= [saerz ~
SIRLIRIREILEl L OAD

apEREEERI

'...

Battery voltage |1 3.8

LUPS Temp. Load

@ -
7

Diagram 3-2-19
20) Date Format

The date format can be changed by selecting the submenu “DateFormat” of the menu
“Preference”. The format is “Year/Month/Day”, “Month/Day/Year” or “Day/Month/Year”. Refer to the
following diagram 3-2-20.
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Diagram 3-2-20

21) Advance Settings

The font, size, color and bottom image of the interface can be changed by selecting the submenu
“Advance Settings” of the menu “Preference”.

The “Advance Settings” dialog contains two parts: “General” and “BottomIimage”.

Refer to the following diagram 3-2-21-1.
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> 4 ey

Default |

Ok i Cancel | Apply |

Diagram 3-2-21-1
Note: If you click “Default” button, the parameters in this view will be turned into default value.

If the “OK” button is invalid, it means that your a ccess right to the current Agent is “read
only”, so you can’t carry out the parameter setup. You should log in as a super user.

In the “BottomIimage” view:

If you click “None” box, the bottom image of the interface is “background color”.

Users can select the color that they want by clicking “Color” box.

Users can select the color and gradient direction that they want by clicking “Gradient” box.

Users can select background color, character size and light and shade degree of background text
by clicking “Text” box. The bottom image is the background that has the appointed text.

Users can select the background color, the grid offset, the grid size and the grid light and shade
degree in the background by clicking “Grid” box, the bottom image of the interface is “Grid”.

Users can select the background picture from the popped up list box by clicking the “Picture” box,
the bottom image of the interface is “Picture”.

Refer to the following diagram 3-2-21-2.
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Diagram 3-2-21-2
Note: Click “Default” button, the parameters in thi s view will turn to default value. If the
“OK” button is invalid, it means that your access r ight to the current Agent is “read only”,

and you can't carry out the parameter setup. You sh  ould log in as a super user.

22) Language menu

Users can select languages in the “Language” menu to display different languages, there are ten
kinds of languages to be selected: “English”, “German”, “French”, “ltalian”, “Spanish”, “Polish”,
“Turkish” or “Portuguese”, or “Thai". Refer to the following diagram 3-2-22
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Diagram 3-2-22

23) "Communication Port Settings" Dialog

The "Communication Port Settings" dialog can be opened from the "COM Port Setting" item
of "System" menu.

On Linux and UNIX, Winpower can't detect the serial port devices automatically. If the system has
a Serial Port that can't be found in the default setting table, you must add it manually in the
"Communication Port Settings" dialog. Refer to the following diagram 3-2-23.

Communication Fort Settings il

COM Port List

IdewittyS0 |
Jdewitty51

Add

Remove |

Diagram 3-2-23

The default serial port device, please refer to the following Table 3-2-23.

Platform Serial Port Device

Linux /devi/ttySO /dev/ttyS1.

Solaris /devittya /devi/ttyb

HP-UX /dev/ttyOp0 /dev/ttylp0 /dev/ttyOpl /dev/ttyOp2
AIX /dev/tty0 /dev/ttyl

UnixWare /dev/ttylA /devitty2A

Tru64 /dev/tty00 /dev/tty01

FreeBSD /dev/ttyd0 /dev/ttydl

Table 3-2-23
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Note: If the "OK" button is invalid, it means that your access right to the current Agent is
“read only”, so you can'’t carry out the parameter s etting. You should log in as a super user.

24) "SNMP" Menu

The SNMP menu has nine menu items:

Menu Item

Description

Search Device

Search Device window - search for devices
monitored by SNMP cards.

Modify Device

Modify Device window - modify the device

information.
Delete Device Selt_ect this item to delete the appointed SNMP
device.
Add Area Add Area window - add the SNMP areas.
Modify Area Modlfy Area window - modify information of the
appointed area.
Delete Area Select this item to delete the appointed area.
SNMP Trap Receiving Port SNMP Port Setting window - modify the SNMP
Setting port if the default SNMP port is occupied.

SNMP Event Log

SNMP Event Log window - view the SNMP
event records.

Event Log Setting

Event Log Setting window - set the SNMP
event logs.

Refer to the following diagram 3-2-24.
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SMMP Event Log

| Event Log Setting
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Diagram 3-2-24
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25) "Search Device" Dialog

Note: If the Search button is disabled, the current Agent is read-only, and you cannot set up the
parameters. Select “Act as Administrator” from the “System” menu to log in as super user.

To add devices:
1. Click the “Search Device” item from the” SNMP” menu.

2. Select which TCP/IP protocol that SNMP support in the Search Device dialog, protocol IPv4 or
IPv6.

For IPv4, both single device and segment device searches are supported. Enter an IPv4 address
in the Start IP field and the End IP field.

For IPv6, user can enter only one IPv6 address other than IP ranges to search. If IPv6 address is
broadcast IP (default IPv6 address is broadcast IP ff02::1), all Network Management Card that
support protocol IPv6 within LAN will be found.

3. Click “Search” button. After searching, the new device displays in the tree view.

4. Double-click the new device node to connect it with the Internet browser of the Network
Management Card. The Link column indicates successful communication. Refer to the following
diagram 3-2-25.

Search Device §|

Protocol Type Protocol IPwd

SMMP Version

Area Mame All Devices  w

Skart IP
Ernd IP
SHIMP Pork

Public Community public

Found Device:

Added Device:

(o ] =]

Diagram 3-2-25
26) Modify SNMP Device

Select Modify Device from the “SNMP” menu. You can modify the SNMP device information,
including: Name, Area, and Community (The default value is “public”).

Refer to the following diagram 3-2-26
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Modify Device X
Name 172.18.127.60)] | Area Al Devices v|
IP Address | | omrmunity |""" |
SHMP Version | SNIMP 1 v|

[ (0] ]l [ Cancel ]l

Diagram 3-2-26

Note: If the OK button is disabled, the current Agent is read-only, and you cannot set up the
parameters. Select “Act as Administrator” from the “System” menu to log in as a Super user.

27) "Add Area" Dialog
To open the Add Area window, select “Add Area” from the “SNMP” menu.

You can add areas and relative information. The new areas are displayed below the SNMP node
in the left tree view. Refer to the following diagram 3-2-27.

Add Area

Ares || |

[ Ok ] [ Cancel ]

Diagram 3-2-27

Note: You must select the SNMP node at the left tree view. If the OK button is disabled, the
current Agent is read only, and you cannot perform this task. Select “Act as Administrator” from the
“System” menu to log in as a Super user.

28) "Modify Area" Dialog

Note: If the OK button is disabled, the current Agent is read-only, and you cannot set up the
parameters. Select “Act as Administrator” from the “System” menu to log in as a Super user.

Select “Modify Area” from the “SNMP” menu.

You can modify the appointed area information. Refer to the following diagram 3-2-28.

Modify Area X

[ Ok, ]l [ Cancel ]I

Diagram 3-2-28
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29) "SNMP Trap Receiving Port Setting" Dialog

To open the SNMP Port Setting window, select “SNMP Trap Receiving Port Setting” from the
“SNMP” menu.

You can change the SNMP Port if the default Port 162 is occupied by other programs. The range
of the new SNMP Port is 1 to 65535. Refer to the following diagram 3-2-29.

SNMP Trap Receiving Port Setting [3__(|

SMMP Trap Receiving Pork 162

[ (0] 4 ]l [ Cancel ]l

Diagram 3-2-29

Note: You must select the SNMP node at the left tree view. If the OK button is disabled, the
current Agent is read only, and you cannot perform this task. Select “Act as Administrator” from the
“System” menu to log in as a Super user.

30) "SNMP Event Log" Dialog
The Event Log Viewer displays the UPS SNMP event history.
You can view the Event Log by select “Event Log” from the “SNMP” menu.

You can set the length of the event log file by select the “Event Log Setting” from the “SNMP”
Menu.

To delete all data, click Clear All.

Click Close to exit the window. Refer to the following diagram 3-2-30.
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SNMP Event Log X

Event Log Recard Mo: 1-150of 55
[=J_Date  J__TME  JEvewTTveE ) CoELEtE
_ﬁ: 201 1,|'IZI?,|'_2III 09:35:47 172.18.127.94 in all Devices Communication with _deviu:e losk il
ﬁ 20110720 09:23:07 172.18,139.54 in &ll Devices Communication with device losk i
A 2oitjoriio 17:58:48  |172.18.139.125 in All Devices Communication with device lost O
A aoufoz/s | 175733 [172.18.139.125 n All Devices UPS AC power falure O
_:\_'q, 201107119 | 175728 172.18.139.125 in all Drevices UPS Qutput: Bypass rr!cu:le il
3_?_‘-.,; 20110719 1757113 172.18,139.125 in &ll Devices UPS Qukput: Bypass mode i
@ zoiyorits | 175108 [172.18.139.125 in All Devices UPS self-test: Begin O
@ o1jo7is | 175043 172.18.139.125 in Al Devices UPS seff-test: End O
ﬂ 201 1/07i19 | 17:50:33 172.18.139.125 in all Devices UPS seIF-tes_t;_B_egil_'u il
ﬁ 20110719 17:50:15 172.18,139.125 in &ll Devices UPS Qukput: Bypass mode i
A 20140719 | 17E0:03  [172.18.139.125 in All Devices LIPS Output: Bypass mode O
N 201107/13 | 17:49:48  [172.18.139.125 i All Devices LPS Output: Bypass mode O
_:\_'q, 201107119 | 174908 172.18.139.125 in all Drevices UPS Qutput: Bypass rr!cu:le il
ﬁ 20110719 17:48:53 172.18,139.125 in &ll Devices UPS Qukput: Bypass mode i
N 2o1tjoriio 17:48:38  [172.18.139.125 in &ll Devices UPS Output: Bypass mode ]
I | ‘ [ End ]| [ Dielete ]I [ Clear all ]| [ Close ]I

Diagram 3-2-30

Note: To carry on this operation, you must have administrator privilege. Select “Act as
Administrator” from the “System” menu to log in as a Super user.

31) "Event Log Setting" Dialog

Note: If the OK button is disabled, the current Agent is read-only, and you cannot set up the
parameters. Select “Act as Administrator” from the “System” menu to log in as a Super user.

1. To view the event records for any UPS monitored by a Network Management Card, select the
UPS under the SNMP node in the tree view and select “SNMP Event Log” from the SNMP menu.
The Event Log for UPS opens.

2. To set the maximum Event Log file length for any UPS monitored by the SNMP Card, select
“Event Log Setting” from the “SNMP” menu. The default file length is 5,000 rows, and the maximum
value is 100,000 rows. Refer to the following diagram 3-2-31.

Event Log Setting E|

Max Fils Lenath 5000

[ (04 ]| [ Cancel ]|

Diagram 3-2-31
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Chapter 4 How to do
1. How to realize the conversion of the appointed C ~ OM port

If the computer with Winpower has multiple serial ports, Winpower can allow the users to change

the current serial ports connected to the device via “Auto search Device” menu. Refer to the

following Diagram 4-1-1.

Winpower Manager -- BAOCNW154402023 --

Systam | Logs Device Tools wonitor SkWP Preference Language Help
Actas Administratar @
hdodify Administrator Passwaord —4
Auto Search Device el fleue
jel: LINE-INT Com Port USE
COM Port Setling
Exit
’ baocrw1544021 29 :llIlllllllllIlllllllllllllllllllllll :

99 localhost. localdomain E E

-y WA . =
[T BAQCHW 154300260 . = |231.0v
g stp oEmmEm - = [+88Hz .- <
|231-DV ll:l ENINEND I-llllllllllll LOAD
Charger nnn
=z Battery voltage I13.6V
|25.D“C ID%
LIPS Temp. Load
201310314 14:27:39 Lost Communication with LIPS
2013/023M14 14:27:458 Communication with LIPS normal

[T Il [»

Diagram 4-1-1

There is a tree view on the left displaying a hierarchical list, such as Root, LAN, the Agent name,

the COM port and the Device model. Refer to the following diagram 4-1-2.
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B Winpower Manager -- BAOCNW154402023 --
Systern Logs Device Tools Monjtor SHMP - Preference  Language Help
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8=

t
' Raat | mormal
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,i; LaM : 5 :
=198 BAoCNW1SHnznzs || MOUEL LINE-INT Com Port USB

B

Y-

- W8 localhost, localdomain
gy

RSN IR RNl RRRRRRIIRRRRUIRERARITRE]

------ BACCHW1S4300260
[lg stmp

AR IRRRRRRINT]]

Inverter

Charger [TIT]

|2!31.D\-r
|49.8H2

|25.U°C

UFPS Temp.

Battery waoltage |13.6\.f

TERLEELITLYl | OAD

Load

| 2013/03M1 4 14:27:39 Laost Communication with UPS
2013/03M1 4 14:27:45 Communication with UP'S normal

Diagram 4-1-2

When user selects a device model, "Manager" Window will show detail about the device on the

right.

For Linux and UNIX, Winpower can't detect the serial port device automatically. If the serial port
can't be found in the default setting table, you must add it manually in the "Communication Port

Settings" dialog. Refer to the following Diagram 4-1-3.

Communication Fort Settings EI

COM Port List
fdevithyS0
fdewittyS1
Add |
Rernove |
0k Cancel |
Diagram 4-1-3

The default serial port devices setting: refer to the following Table4-1-1.

Platform Serial Port Device

Linux /dev/ttyS0 /dev/ttyS1.

Solaris /devittya /devittyb

HP-UX /dev/ttyOp0 /dev/ttylpO /dev/ttyOpl /dev/ttyOp2
AIX /dev/tty0 /devittyl

UnixWare /dev/ttylA /dev/tty2A
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Tru64 /dev/tty00 /dev/ity01
FreeBSD /dev/ttyd0 /dev/ttydl
Table4-1-1

Note: For the first time, starting Agent takes more time than later to communicate with the
device. And the software will keep a record of the device. Next time, Winpower will start
according to the last record. If device COM port,d  evice model or slave address have been
changed, user should click "Auto Search Device" it em of "System" menu to get correct
device information.

2. How to realize broadcasting message in LAN

Winpower has the function of sending the event message to the customer timely via Windows
message service. Refer to the notice in section 13 of Chapter 3 (“Broadcast Message Settings”
Dialog) and Appendix B (Winpower Event Table) to learn general operation. Refer to the following
diagram 4-2-1.

Broadcast Message Settings EI

~Broadcast To

[T allUsers
[T Domain User

fdd

Bermove

UPS message | Telecom Power System message | 4TS Message List
[l [UPS Battery Low

[T UPS Battery Time Exhausk

[~ UPS Fail

[T UPS Cukput Overload

[T Communication Lost

[~ ACFail

[T ©nEBypass

[T Bypass without aukpuk

[T Self-test Fail

[T Phase sequence incarrect in Bypass

[~ Battery switch nat engaged
[T Load unbalance

[T Load too high =
g T
(0] 4 | Cancel |

Diagram 4-2-1

Refer to the range of broadcasting, there are three options: All Users, Domain Users and special
users.
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All users indicate that the message will be sent to all computers in the same network with this
computer, no matter whether it is in the same domain.

Domain users indicate that the message will be sent to all computers only in the same NT domain
with this computer.

Special users indicate that the message will be sent only to one or a group of defined users, but
not others any more.

To realize the function, you should set up the “Add Broadcast User” dialog first. Refer to the
following diagram 4-2-2.

Add Broadcast User x|

Enter computer narme

5] Cancel

Diagram 4-2-2

In the dialog above, after inputting the computer name which will receive messages, select “OK”
button to finish the setting. The name of the computer which you have keyed in will be displayed in
the “Broadcast Message Settings” dialog. Select the events that will be sent to the users, and press
the “OK” button, the setting will become effective. Refer to the following diagram 4-2-3.
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Broadecast Message Settings

~Broadcast To

[T allUsers
[T Domain User

r'n:h:r'-zn:nuj

fdd

Rernowve

UPS message | Telecom Power System message | 4TS Message List

[T UPS Battery Low

[T UPS Battery Time Exhausk
[~ UPS Fail

[ UPS Cukput Overload
_ormmunication Losk
[~ ACFail

[T ©nEBypass

[T Bypass without aukpuk

[T Self-test Fail

[T Phase sequence incarrect in Bypass
[~ Battery switch nat engaged

[T Load unbalance

[T Load too high =
A [l

(0] 4 | Cancel |

Diagram 4-2-3

Note: Only on Windows, the function can be carried out. To receive broadcast message,

"Winpopup" in Windows95/98 and "Messenger Service" in Windows NT/2000 must be started.

3. How to realize the schedule of adding/Removing U  PS self-test

Click the “Battery Self-Test Schedule” menu of “Device” menu to popup the “UPS Test Manager”

dialog. Refer to the following diagram 4-3-1.
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x
|N|:wemher ;I |2EIEI4 :I
Sun Mo Tue wied Thu Fri Sat ok
1 2 3 4 5 f
Zancel |
T 2 a 10 11 12 13
14 15 16 17 12 19 20 Symbol
[ ]
A 22 a3 e 24 25 26 2 & UPS Power Off
28 20 30 # UFS Power On
& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS
Add Test | Modify Remove
Diagram 4-3-1

Note: If the “OK” button of the dialog is invalid,
Agent is “read only”, and you can't setup it. You s

Add the task of UPS self-test

it means that your access to the current
hould log in as a super user.

Click the “Add test” button, and will pop up the “UPS Self-test” dialog. Refer to the following

diagram 4-3-2.
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LIPS Self-Test

once w
YEAR. MOMTH Dy
Stark Date 2011 Rl el W
Skart Tirme 15:46:55 | =
() Self-Test 10 secs
() Self-Test until batkery low
() Self-Test 10 = Mins
Select the UPS to be tested
[ Select All ]
[ Clear Al ]
Diagram 4-3-2

In the dialog, users can make a choice of setting UPS self-test task as in a special time or monthly
from the options of “once” or “monthly”. You may set the start time of UPS self-test in date and time
combo box.

Note: the new self-test task can’t conflict with the UPS self-test or UPS Power on/off task that has
already been set.

You can select one of the self-test modes from the following.

Self-test for 10 seconds
Self-test until the battery low
Self-test for 1 to 99 minutes

Press the “Cancel” button, the dialog will be closed and the setting above is invalid. Press the “Ok”
button, the dialog will be closed and the task setting will present to the task list. Refer to the following
diagram 4-3-3.
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UPS Test Manager

|N|:wemher ;I |2EIEI4 :I
Sun Man Tue wied Thu Fii Sat oK
1 2 3 4 ] f
Zancel |
7 2 ] 10 11 12 13
14 15 la 17 18 19 20 Symbaol
[ ]
A 2, a3 e 24 25 26 2 & UPS Power Off
28 20 30 # UFS Power On
& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS
Once 22102004 [13:682:54 Selt-Test SeltTest 10 secs |OM-LIME in COMZ
Add Tast M odify Femaove
Diagram 4-3-3

Press the “OK” button to finish the setting. Refer to the diagram 4-3-3.

Modifying UPS self-test task

Select one of the UPS self-test tasks in the task list, click “Modify” button to modify the task that
has been set in the popup dialog. Refer to the following diagram 4-3-4.
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LIPS Test Manager, LIPS Self-Test

June Once
Sun Mon Tus YEAR. MOMTH Dy
Start Date | V”E\ v||3 v|
3 f Tl Start Time 15:46:55  |=
12 13 15 -
19 0 9] (&) Self-Test 10 secs
26 27 24 () Self-Test until battery lavw
(" Self-Test = Mins
Task Lisk Select the UPS to be tested
Type [rate |16 LIME-INT
once 2011/06/0
[ Select all ]l
[ Clear All ]l
i Tes
Diagram 4-3-4

After finishing the modification, click “OK” button to save.
Remove UPS self-test task

Select one of the UPS self-test tasks in the task list. Click “Remove” button to cancel the task.
Refer to the following diagram 4-3-5.
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|N|:wemher ;I |2EIEI4 :I

Sun Man Tue Wed Thu Fri Sat gk

1 2 3 4 5 6 = |

7 3 ] 10 11 12 13

14 15 16 17 12 19 20 Symbol

A 2, 23 : 24 25 26 2 & UPS Power Off

45 29 30 # UFS Power On

& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS
221102004 [13:562:54 Self-Test SeltTest 10 secs |OM-LIME in COMZ

Add Test | T — < Remove

Diagram 4-3-5
4. How to realize the schedule of adding/Removing U  PS on/off

Click the “UPS On/Off Manager” menu of the “Control” menu, and will pop up the “UPS On/Off
Manager” dialog. Refer to the following diagram 4-4-1.

x|
|N|:wemher ;I |2EIEI4 :I
Sun Mo Tue wied Thu Fri Sat ok
1 2 3 4 ] f
Zancel |
7 2 ] 10 11 12 13
14 15 la 17 18 19 20 Symbaol
A 2, 23 24 25 26 2 & UPS Power Off
28 20 30 # UFS Power On
& UPS Test
Task List
Type Date Start Time Operate Delay Time Dperated LIPS
Add LIPS QOnoff M odify Femaove
Diagram 4-4-1
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Note: the function only for UPS. If the “OK” butto n of the dialog is invalid, it means that
your access to the current Agent is “read only”, an d you can’t modify it. You should log in as
a super user.

Add the task of UPS On/Off

Click “Add UPS On/Off” button, and will pop up “Off UPS” dialog. Refer to the following diagram 4-
4-2.

LIPS OnOff Manager  Off LIPS

June
aun en Schedule OF LPS

YEAR. MOMNTH Dy

> 8 Power OFf Once | V”E\ v||3 W

12 13 —

12 20 =

26 27
YEAR MOMTH Dy

Power On Once |2EIll V”E\ v||3 w

Task Lisk ¥
170350 = -

Type [Date

Select the UPS to be kurned off
LISE LIME-TNT

[ Select all ]l

dd UPS onoFff

[ Clear Al ]l

Diagram 4-4-2

In the dialog, users can make a choice in the setting of UPS Power On/Off weekly or in a special
time via the option of “Once” or “Weekly” in the combo box. Set the UPS off and restart time in the
date and time combo box.

Note: the new task of UPS On/Off can’t conflict with the UPS self-test and UPS On/Off tasks that
have been set.

Click the “Cancel” button, the dialog will be closed and the above settings are invalid. Click “Ok”
button, the dialog is closed and the task settings will be shown in the task list. Refer to the following
diagram 4-4-3.
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UPs OnOff Manager

|N|:wemher ;I |2EIEI4 :I
Sun Mo Tue Wed Thu Fri Sat
1 2 3 4 ] f
Zancel |
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A o+ 23 24 25 26 2 & UPS Power Off
28 20 30 # UFS Power On
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Task List
Type Date Start Time Operate Delay Time Dperated LIPS
Cnce 22112004 14:10:36 Shut off UPS |[TaMins QM-LIME in SOz
Add UPS Onof tdadify Rermove
Diagram 4-4-3

Click the “OK” button to finish the settings. Refer to the following diagram 4-4-3.
Modify the task of UPS On/Off

Select one of the UPS On/Off tasks in the task list, click “Modify” button to modify the tasks that
have been set in the popped up dialog. Refer to the following diagram 4-4-4.
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LISE LIME-TNT
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dd UPS onoFff

[ Clear Al ]l

Diagram 4-4-4

After finish the modification, press the “OK” button to save.
Remove the UPS On/Off task

Select one of the UPS On/Off tasks in the task list, click “Remove” button to remove the task.
Refer to the following diagram 4-4-5.
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Diagram 4-4-5
5. How to realize the network shutdown function

The function is only for UPS.

Click the “Shutdown Parameter” item of the “Device” menu, and will pop up “Shutdown Settings”

dialog. Refer to the following diagram 4-5-1.
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Diagram 4-5-1
Remote Shutdown by Agent:
Click the “Add” button in the "Shutdown Options”, enter IP address of agent in the popped up
dialog, and click the “OK” button to finish the setting. When the Agent received the specified agent's
shutdown signal, system will be shut down in delay time.

Shutdown Remote Agents:

Click the “Add” button in the "Shutdown Remote Agents”, configure the shutdown conditions, enter
IP address of agent in the popped up dialog, and click the “OK” button to finish the setting. When
shutdown condition is touched off, agent will send shutdown signal to the appointed remote Agents.
6. How to realize Setting up shutdown parameter

The function is only for UPS.

Click the “Shutdown Parameter” item of the “Device” menu, and will pop up “Shutdown Settings”
dialog. Refer to the following diagram 4-6-1.
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Diagram 4-6-1

Click the “Add” button in the “Shutdown Options”, and enter the IP address or host name of agent
in the popped up “Agent’s IP address” dialog. Refer to the following diagram 4-6-2.

Diagram 4-6-2

Click the “Add” button in the “Shutdown Remote Agents”, and configure the Shutdown conditions
in the popped up “Shutdown Remote Agents” dialog. Click the “Add” button in the “Shutdown
Remote Agents” dialog, and enter the Agent’s IP address or host name in the popped up “Shutdown
Remote Agents” dialog. Refer to the following diagram 4-6-3.
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Diagram 4-6-3

Configure the shutdown parameter in the dialog:

Shutdown options:
Battery backup time: The time that the UPS's battery is able to supply power when utility power
fails.
Begin Shutdown Immediately when Battery Low: When the check box is selected and battery
low event occurs, Agent will shut down the UPS immediately, otherwise the shutting down
time will be controlled according to battery backup time.
Shutdown System: When this check box is selected, system will be shut down while the
appointed UPS is being turned off.
Suspend System: When the radio box is selected, system will suspend in the disk in shutdown
sequence. The function only can be carry out on some Windows, and hibernate support must
be enabled from /Control Panel/Power Options/Hibernate.
Multi-UPS input: When the check box is selected, system won't be shut down until all the
conditions of all selected UPS are met.
System shut down need time: The time to be needed to shut down the system, from the
beginning of shutdown to the end.
Remote Shutdown by Agent: When the check box is selected, system can be shut down by
other Agent.
XX min shutdown system: Receive the specified agent's shutdown signal, delay XX minutes
and shut down system.
Run Command File before Shutdown: Before system shutting down, Agent can execute a file,
if the parameter isn't null, agent won'’t begin to shut down the system until the execution file
has been executed.
Shutdown File Max Execution Time: Before system shutting down, the time to be needed to
execute the shutdown file.

Shutdown Remote Agents:
Shutdown remote Agent’s Conditions: The condition can be “UPS be shutdown” or “The time
UPS on battery exceed setting time”.
Agents be Shutdown: When shutdown condition is touched off, Agent will send shutdown
signal to the appointed remote agents.

Shutdown Alarm Parameters:
Shutdown Alarm Interval: The interval that agent pops up an alarm message before shutting
down.
Start Warning before Scheduled Shutdown: If user has setup shutting down on schedule,
agent will begin to alarm user before the set time.

7. How to realize the modification of Device contro | parameter
For ON-LINE UPS:
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Click “UPS control parameters” item of the “Device” menu, and will pop up “UPS control
parameters” dialog. Refer to the following diagram 4-7-1.

Diagram 4-7-1

The following UPS control parameter can be modified in the dialog:
The limit value of the input frequency: when the frequency of the utility power is out
of this range, UPS will count it abnormal and switch to battery supply.
The limit value of the bypass voltage: when UPS supplies in bypass mode, if the
utility voltage is out of this range, UPS will cut off bypass output.
Allow OFF-Key to Enable/Disable Audible Warning When UPS Works on Bypass: to
choose “Yes”, when UPS is supplied by bypass, users can turn off the bypass
audible alarm (beep once every 2 minutes) by pressing “OFF” button on the UPS
panel for one time, and pressing one more time to recover it. To choose “No”, the
“OFF” button on the UPS panel cannot be used to control bypass audible alarm on
or off.
Allow ON-Key to Enable/Disable Audible Warning When UPS Works on Battery
Mode: to choose “Yes”, when UPS is supplied by batteries, users can turn off the
audible alarm (beep once every 4 seconds) supplied by batteries by pressing “ON”
button on the UPS panel for one time, and pressing one more time the audible alarm
can be turned on again. To choose “No”, the “ON” button on the UPS panel can’t be
used to control the audible alarm supplied by batteries on or off.
Bypass Audible Warning: to choose “On”, when UPS is supplied by bypass, it is
allowed to enable bypass audible alarm. To choose “Silent”, when UPS is supplied
by bypass, it is not allowed to enable audible alarm, at this time the “OFF” button on
the UPS panel can't turn on the bypass audible alarm.
Battery Mode Audible Warning: to choose “On”, when UPS is supplied by batteries,
it is allowed to enable audible alarm of battery supply. To choose “Silent”, when UPS
is supplied by battery, it is not allowed to enable audible alarm of battery supply. At
this time the “ON” button on the UPS panel can’t turn on the audible alarm of battery
supply.
Work On Bypass When UPS Turned Off: to choose “Yes”, when UPS is not turned
on, itis in the mode of bypass supply. To choose “No”, when UPS is not turned on,
no bypass output is offered.
Auto Reboot UPS When AC Input Restored: to choose “Yes”, when UPS is
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shutdown for the backup time is exhausted or the battery is in low capacitance, once
the utility power is recovered, UPS can restart automatically to the normal operating
mode. To choose “No”, when the utility power is recovered, UPS can’t restart
automatically but in the mode of being not turned on.

Click “OK” button to save what have modified. Click “Cancel” button to make the modification

invalid. Click “Default” button to make all the settings to default value.

For OFF-LINE UPS:

user can enable or disable battery mode alarm audible by this dialog, Refer to the following
diagram 4-7-2.

Diagram 4-7-2

Click “OK” button to save what have been modified. Click “Cancel” button to make the modification
invalid.

Note: If the “OK” button is invalid, it means that your access right to the current Agent is
“read only”, and you can't carry out setup. You sho uld log in as a super user.

8. How to realize system administrator operation an  d password modifying realize

System administrator operation

Click “Act as Administrator” item of “System” menu, and will pop up “Administrator” dialog. Refer to
the following diagram 4-8-1.

Diagram 4-8-1

Enter the system administrator password in the dialog, and click the “OK” button to finish the
setting. If the password is correct, you can get the administrator access right to configure the agent.
If the password is incorrect, warning message will popup. Refer to the following diagram 4-8-2.
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Diagram 4-8-2
Modifying the system administrator password

Click the “Modify Administrator Password” menu of the “System” menu to popup the “Administrator
Password Settings” dialog. The menu is valid within the local Agent only. Refer to the following
diagram 4-8-3.

Diagram 4-8-3

Enter the new password in the “New Password” edit box, reenter it in the “confirm password” edit
box. Click the “OK” button to finish the setting.

Note: If the “OK” button is invalid, it means that the access right to the current Agent is
“read only”, and you can’'t operate. You should log in as a super user.

9. How to realize sending event message by email
Precondition

When event occurs, the precondition of realizing sending message by email is connecting the
computer with Winpower to the Internet.

Steps

Set “Email Service”: click the “Email setting” item of the “Tools” menu, and will pop up the “Email
Settings” dialog. Refer to the following diagram 4-9-1.
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Diagram 4-9-1

SMTP Server is the SMTP Server's address; SMTP User is the account for logging in the server; If
SMTP mail server needs password, authentication user should input the password; Port is for SMTP
service, user should set the right port; Encryption is for selecting encryption mode depending on
SMTP server.

Set the receiver Email Address: click the “Add” button of the “Email Settings” dialog, and then pop
up “Add Receiver E-mail Address” dialog. Refer to the following diagram 4-9-2.
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Diagram 4-9-2
Enter the Email Address in the “Add Receiver Email Address” dialog, and select “OK” button to

save and exit.

Completing event setting: select one of the events (For example, UPS battery low) from the “Send
message”; and then select the user that has been set in the “Receiver Email Address” list, finally
select the “OK” button to save and exit.

10. How to realize sending event messages by mobile phone
Precondition

The precondition of sending messages by mobile phone is that the computers with Winpower
must have at least one communication port used to be connected to GSM Modem or mobile phone.

Steps

Configure “SMS”: click the “SMS setting” item of the “Tools” menu, and will pop up the “SMS
Setting” dialog. Refer to the following diagram 4-10-1.
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Diagram 4-10-1

Below is the use remark of SMS Setting, refer to the diagram 4-10-1.

1. Sender: SMS is sent through GSM modem or mobile phone connected with your computer.
User should select COM port used by GSM Modem or mobile phone, and set baud Rate of this COM
port.

2. Receiver: the mobile phones numbers that can receive the SMS. It can be one or more. If the
event occurs, the software will send the short message to all the phone numbers in the "Receiver"
list.

3. Send message: Use can select the event that need to be informed by SMS.
Another method to select event code:
Select one of the events (for example: AC Fail) from the “Event List”, that is on the left side of the

“Event Action”; and then select “Send SMS” on the right side, finally select the “OK” button to save
and exit.

11. How to realize monitoring device remotely in LA N within the same network
Precondition

To realize monitoring device remotely in LAN within the same network, the communication
protocol of the computers with Winpower must include TCP/IP protocol.

Steps for realization

Keep network communication smooth: test with network command “PING” under command
prompt window. For example, a computer named xc in LAN, whose corresponding IP address is
192.168.1.221, and then you can finish the test with command “ping 192.168.1.221". Refer to the
following Diagram 4-11-1, which indicates that the physical link of LAN is smooth.

Diagram 4-11-1

Remote Control Permission Switch: This is a selectable menu item. User can click the
submenu “Accept Remote Device” of the “Monitor” menu. Refer to the following diagram 4-11-2.
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Diagram 4-11-2

Startup Monitor: Refer to the following diagram 4-11-3.

Diagram 4-11-3
Select the Device you want to monitor

You can select the Device from the tree view on the left side of the window.
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If the Remote Accept Control Permission Switch of the Agent is not on, you can only monitor but
not control. The submenu “Act as Administrator” of the menu “System” is gray and can’t be selected.
So if you don't log in as an administrator, you can't control all of the operation, Refer to the following
diagram 4-11-4.

Diagram 4-11-4

If the Remote Control Permission Switch of the Agent is on, you can monitor and control this
device. The submenu “Act as Administrator” of the menu “System” is black and can be selected. So
after you log in as an Administrator, you can control all of the operation, Refer to the following
diagram 4-11-5.
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Diagram 4-11-5

12. How to realize remote control of any device in different network in LAN
Precondition
The computers with Winpower must setup TCP/IP protocol in the communication
protocol.
Steps for realization
Keep the communication smooth: test with network command “PING” under command
prompt window. For example, a computer named tj2k with IP address 192.168.2.228,
you can test with command “ping 192.168.2.228". Refer to the following Diagram 4-12-
1, which indicates that the physical link of LAN is smooth.

Diagram 4-12-1
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Remote Control Permission Switch: This is a selectable menu item. User can click the
submenu “Accept Remote Device” of the “Monitor” menu.
Refer to the following diagram 4-12-2.

Diagram 4-12-2
Select the device you want to monitor

Click the “Monitor Remote Device” item of the “Monitor” menu, and will pop up the “Monitor
Remote Device” dialog. Refer to the following diagram 4-12-3.

Diagram 4-12-3
User can enter a computer name or IP address in the "Monitor Remote Device" Dialog. Click the

“OK” button to finish the setting.
Now you can find the device in the WAN, Refer to the following diagram 4-12-4.
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Diagram 4-12-4

If the Remote Control Permission switch of this Agent is not on, then you can only monitor but not
control. Refer to the following diagram 4-12-5.

Diagram 4-12-5
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If the Remote Control Permission Switch is on, then you can monitor and control this device. So
after you login as a super user, you can control all of the operation, Refer to the following diagram 4-

12-6.

Diagram 4-12-6

13. How to realize the Remote Control of any one of  the device in Internet
Precondition
The computers with Winpower must setup TCP/IP protocol in the communication
protocol.
The computer with Winpower has been connected to the Internet.

Steps for realization
Keep the communication smooth: test with network command “PING” under command

prompt window. For example, a computer named ssc-test in internet, whose
corresponding IP address is 202.103.190.87, and then you can finish the test with
command “ping 202.103.190.87". Refer to the following Diagram 4-13-1, which
indicates that the physical link of Internet is smooth.
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Diagram 4-13-1

Remote Control Permission Switch: This is a selectable menu item. User can open the
submenu “Accept Remote Device” of the “Monitor” menu. Refer to the following diagram 4-13-2.

Diagram 4-13-2
Select the device you want to monitor

Click the “Monitor Remote device” item of the “Monitor” menu, and will pop up the “Monitor
Remote Device” dialog. Refer to the following diagram 4-13-3.
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Diagram 4-13-3

User can enter a computer name or IP address in the pop-up "Monitor Remote Device" dialog.
Click the “OK” button to finish the setting.

Now you can find the device in the WAN, select the device from the tree view on the left side of
the window. Refer to the following diagram 4-13-4.

Diagram 4-13-4

If the Remote Control Permission switch of this Agent is not on, then you can only monitor but not
control. Refer to the following diagram 4-13-5.
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Diagram 4-13-5

If the Remote Control Permission Switch is on, you can monitor and control this device. So after
you login in as a super user, you can control all of the operation, Refer to the following diagram 4-13-
6.

Diagram 4-13-6
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14. How to install software on VMware ESX 3.5/4.0/4 .1

This section describes the installation and configuration of the Software on a VMware ESX
Server.

Software allows you to connect VMware ESX 3.5/4.0/4.1 with a UPS through the RS232 or USB
port.

Please notice: When you want to connect VMware ESX  4.0/4.1 with a UPS through USB
port, you should execute the command to activate th e usb.o on your System to make the USB
communication normal, and then restart the VMware E SX 4.0/4.1 server. The command:
esxcfg-module -s "libusb_support=1" usb.o

If you don’t want to input the command above, you ¢ an start the agent of software after
first installation. And then restart the VMware ESX 4.0/4.1 server, the USB communication will
be normal.

The software will be monitored and configured by a remote Agent on either a Microsoft
Windows or Linux platform.

The software notifies the VMware server of power events or UPS alerts with pop up broadcast
information on the console. It also safely shuts down the VMware ESX server and the guest
operating system.

Before the VMware ESX system shuts down, use the shutdown.sh script to shut down the
guest operating system.

All operations are tested on VMware server with two guest operating systems (Windows 2003
and Windows XP), when the certain conditions exist, such as:

UPS Battery is low
Battery backup time is reached
Tested operations include:
Safely shuts down the VMware server
Safely shuts down the guest operating system
Software notifies the VMware server of power events or the UPS alerts
Installation

This section provides information about installing and configuring Software on a VMware server
and installing VMware Tools on a guest operating system.

Prerequisites

VMware ESX Server with 125 MB free space for the software.
VMware Infrastructure client must be installed on different machine.

Software Installation

To install the software:

1. Download the software from the Web site or from the CD provided with the UPS.

2. Enter the command to install software:

For the CD installation, enter the command:

mount /dev/cdrom /mnt

cd /mnt/Linux

Jsetup_console.bin

For the download installation, enter the command:

tar —zxvf Winpower_setup_Linux.tar.gz

cd /mnt/Linux

Jsetup_console.bin

3 Start the Agent. From the installation path, enter the command:

Jagent start

Installing VMware Tools on a Microsoft Windows Gues  t

To install the VMware Tools for a Microsoft Windows guest:

1. On the VM Templates page, move the pointer over the virtual machine template name and
select View Console from the menu.

2. Insert and start the Microsoft Windows operating system installation CD.

3. Log in to the guest operating system inside the virtual machine console, and then click Install
VMware Tools.

4. From within the guest operating system, click OK to confirm that you want to install VMware
Tools and launch the Install Shield wizard.

If auto-run is enabled in the guest operating system (the default setting for Microsoft

Windows operating systems), a window opens.
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If auto-run is not enabled, run the VMware Tools installer. Click Start > Run and enter

D:\setup.exe, where D: is the first virtual CD-ROM drive.

5. Follow the on-screen instructions.
On Microsoft Windows Server 2003, the SVGA driver is installed automatically, and the

guest operating system uses it after it reboots.

After you install VMware Tools, Microsoft Windows 2000 and Microsoft Windows XP guest

operating systems must be rebooted to use the new driver.

Installing VMware Tools on a Linux Guest

The VMware Tools installation package is on the VMware server installation CD on the path
\VMware\RPMS.

To install the VMware Tools for a Linux guest:

1. On the VM Templates page, move the pointer over the virtual machine template name and

select View Console from the menu.

2. Insert and start the VMware server installation CD.
3. Log in to the guest operating system inside the virtual machine console, and then click Install

VMware Tools.

4. Mount the CD with the command:
mount /dev/cdrom /mnt
5. Install the package with the command:
cd /mnt/VMware/RPMS
rpm —Uvh VMware-esx-tools-***.i386.rpm
NOTE: The package name is likely to be different.
6. Configure the VMware Tools with the command:
Vmware-config-tools.pl
7. Enter number: 1
8. Start the VMware Tools with the command:
Vmware-toolbox &
VMware Tools on the summary row displays OK if the tools are available (refer to Diagram 4-

14-1):

OK indicates that
VMware Tools are
available
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Diagram 4-14-1

Configuration

This section explains configuration for the Software and for the VMware server.

Software Configuration

The VMware server works in console mode and can’t be used for configuration. Use a remote
Agent with the same Software version to configure the VMware server.

1. Start the manager interface on the remote software Agent in the Microsoft Windows operating
system.

2. If the two Agents are in the same LAN, the VMware server client will be added to the topology
automatically. Otherwise, add the Agent manually (select Monitor Remote Device from the Monitor
menu). The software will auto search the UPS when the Agent starts for the first time after
installation.

If the search fails:

Select the VMware Server Agent from the tree view.
Acting as the Administrator, select Auto Search Device from the System menu. The UPS
connected with VMware server appears in the LAN tree view.

3. Select Shutdown Settings from the Device menu. Set the battery backup time, and select the
Begin Shutdown Immediately if Battery Low check box and the Run Command File before Shutdown
check box (refer to Diagram 4-14-2).
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Diagram 4-14-2
VMware Server Configuration

All hardware elements must have an operational network configuration that allows them to
communicate freely with each other. Software uses TCP and UDP for communication with UPS.

1. Confirm that the following UDP ports are opened on the ESX server Firewall:
2198,2199,2200
2. Confirm that the following TCP ports are opened on the ESX server Firewall: 2099

For Example:
esxcfg-firewall -0 2198,udp,in,UPSMS
esxcfg-firewall -0 2099,tcp,in,UPSMS

3. If you want to disable the firewall permanently, enter the command: chkconfig iptables off
4, To disable the firewall temporarily, enter the command: service iptables stop

15. How to install software on Windows 2008 server core

Windows Server 2008 Core OS prepared

Before installing software, please ensure the configuration of Windows Server 2008 Core is
correct, including network settings, port settings.

Note: if you want to set the software by another agent, please shut down the firewall first. If you
want to use the remote desktop function of Windows Server 2008 Core, you should enable the
remote desktop function.

The following command may be useful for you to reference.

Command for shutting down the firewall

Command: netsh firewall set opmode disable

Enable the remote desktop function

1. Enter command “regedit”, open the REGEDIT Ul.

2. Edit HKEY_LOCAL_MACHINE\SYSTEM\CurrentControlSet\Control\Terminal
Server\fDenyTSConnections =0

3. Open the Port for remote desktop function
Enter command: Netsh firewall set portopening tcp 3389

Software installation
Copy the installation file “setup.exe” to Windows Server 2008 Core.
Enter the path where the installation file exists.
Start to install.
You can install UPS monitoring software in Silent installation method or Interface
installation method.
Silent installation method:  Enter command: “setup —i silent” or “setup.exe —i silent”, then
the installation can be started, waiting for a moment to finish the installation.
Interface installation method:  Enter command: “setup” or “setup.exe”, then the installation
can be started, please follow “next” button of interface to finish the installation.
Check if the installation is successful:

1. Enter the installation path, the default path is c:\Program file (X86)\
MonitorSoftware, Find file “UPSEVENT.CSV”, Enter command: “type
UPSEVENT.CSV”, the log of agent action will be shown. See the below
screenshot, that means the agent is running.

2. Enter the installation path, start the interface of UPS monitoring software with the
command “manager”. Software interface will be shown as following picture.
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3. Check the status of the processes of UPS monitoring software.
Enter command “tasklist” to open the task manager. See below screenshot, if
these processes are all running, that means the UPS monitoring software is
running normally.

Uninstall software
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1. Close the interface of the UPS monitoring software and enter the installation path,
the default path is c:\\Program file (X86)\ MonitorSoftware, enter command: “wpExit”
to stop software, waiting for a moment.

2. Enter the installation path, the default path is c:\Program file (X86)\
MonitorSoftware, find the file “UninstallerData”.

You can uninstall software in Silent installation method or with Interface uninstall

method.

Silent uninstall method: Enter the file “UninstallerData” and then enter command:

“Uninstall —i silent” or “Uninstall.exe —i silent” to uninstall the software, then uninstall

can be starting, waiting for a moment to finish uninstall.

With interface uninstall method:  Enter the file “UninstallerData” and then enter

command: “Uninstall” or “Uninstall.exe” to uninstall the software with interface, please

follow “next” button of interface to finish uninstall.

16. How to install software on VMware ESXi server.

This section describes the installation and configuration of the Software on VMware ESXi server.

Notice: the version of VMware ESXi should be purcha  sed, because of free of charge
version without some function, software can’t be us ed normally on free of charge version OS.

The software agent can't be installed on the hypervisor system, because VMware ESXi doesn’t
have an administrative console for hypervisor. However, the software can be installed on VMware
Infrastructure Management Assistant (VIMA) 1.0 or on vSphere Management Assistant (VMA) to
manage the shutdown of VMware ESXi hosts. You can suspend or shutdown guest operating
systems safely and orderly by configuring the ESXi hypervisor. This allows one software agent on
one guest operating system (VIMA/VMA). The software installed on VIMA or vMA should be
configured to be shut down by another software agent communicating with UPS by RS232 or USB.
Another software agent should be installed on operating system with GUI.

The software notifies the VMware server of important message with pop-up broadcast
information on the console. It also safely shuts down the VMware ESXi server and the guest
operating system. Before the VMware ESXi system shuts down, use the shutdownESXi.sh script to
shut down the guest operating system.

All operations are tested on VMware ESXi server with two guest operating systems (SBS 2003
and Red Hat).

Tested operations include:

Safely shut down of the VMware server

Safely shut down of the guest operating system

Installation and Configuration

This section provides information about installing and configuring the Software on a VMware
ESXi server and installing VMware Tools and vMA on a guest operating system.

Prerequisites

VMware ESXi server machine
VIMA 1.0 or vMA installed as guest

VMware Infrastructure client installed on a different machine for VMware ESXi Server
configuration

Secure Copy Protocol (SCP) client like WinSCP to upload packages to the VMware ESXi
server

The Software installed on the vMA

VMA Installation

To install the vMA application:

1. Go to http://www.vmware.com/support/developer/vima/ to download the software from the
VMware Web site.

2. Unzip the vMA virtual application package.

3. Start the VMware Infrastructure client:

Select File > Deploy OVF Template .

Click Browse .
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Select the Open Virtualization Format (OVF) and click Next

Start VMA, the default user name is vi-admin. Set the password for the first login.

VIMA/VMA Shutdown and Startup Configuration
NOTE: You can configure the physical machine to boot the automatic operating system on
startup. This setting is located in your machine’s basic input/output system (BIOS). For further
information, refer to your specific technical hardware documentation.
NOTE: You can configure the automatic startup and shutdown properties of guest operating
systems as suspended.

Automatic Shutdown of guest (VIMA/VMA) when ESXi host is shutting down

Automatic Startup of guest (VIMA/VMA) when ESXi host is starting

To configure VIMA/VMA shutdown and startup:
1. Choose the host server from the left pane tree hierarchy by the Virtual Infrastructure Client
interface and then select the Configuration tab.
2. Select Virtual Machine Startup/Shutdown " from the Software list and click Properties . The
Virtual Machine Startup and Shutdown window opens (see diagram 4-16-1).
3. Enter the settings as shown on the Virtual Machine Startup and Shutdown window:

For each virtual machine, set delay startup for 10 seconds

For each virtual machine, set delay shutdown for 30 seconds

Diagram 4-16-1

NOTE: All hardware elements must have an operational network configuration that allows them
to communicate freely with each other. The Software uses TCP and UDP for communication with
UPS.

4. Confirm that the following UDP ports are enabled on the VIMA/VMA firewall: 2198, 2199,
2200.

Example commands:

sudo iptables -1 INPUT -p udp --dport 2198 - ACCEP T

sudo iptables -l INPUT -p udp --dport 2199 - ACCEP T

letc/re.d/init.d/iptables save

96



5. Confirm that the following TCP port is enabled on the VIMA/VMA firewall: 2099

VMware ESXi Server Configuration

Note: if the shutdown action is Guest OS shutdown, VMware tools must be installed on each
virtual machine. If the shutdown action is Power Off, user is allowed to ignore VMware tools
installation.

When the shutdown action is Guest OS shutdown, to allow interactions between physical and
virtual machines, VMware tools must be installed on each virtual machine. Go to
http://www.vmware.com/pdf/osp_install_guide.pdf to download the VMware Tools Installation
Guide Operating System Specific Packages on the VMware Web site for further information.

Installing VMware Tools on a Microsoft Windows Gues  t Operating System

To install the VMware Tools for a Microsoft Windows guest operating system:

1. On the VM Templates page, select the virtual machine template name and then select the
Console tab. The Console window opens (see diagram 4-16-2).

Diagram 4-16-2
2. Insert and start the Microsoft Windows operating system installation CD.
3. Log in to the guest operating system from the virtual machine console.
4. Select the template name and then right-click and select Guest>Install/Upgrade VMware
Tools from the menu. (see Diagram 4-16-3.)
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Diagram 4-16-3

5. From within the guest operating system, click OK to confirm that you want to install VMware
Tools and launch the Install Shield wizard.

If auto-run is enabled in the guest operating system (the default setting for Microsoft
Windows operating systems), a window opens
If auto-run is not enabled, run the VMware Tools installer. Click Start > Run and enter

D:\setup.exe , where D: is the first virtual CD-ROM drive.
6. Follow the on-screen instructions.

On Microsoft Windows Server 2003, the SVGA driver is installed automatically, and the guest
operating system uses it after it reboots.

After you install VMware Tools, Microsoft Windows 2000 and Microsoft Windows XP guest
operating systems must be rebooted to use the new driver.

Installing VMware Tools on a Linux Guest Operating System
To install the VMware Tools for a Linux guest operating system:
1. On the VM Templates page, select the virtual machine template name and then select the
Console tab. The Console window opens (see diagram 4-16-4).
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Diagram 4-16-4
2. Insert the VMware server installation CD.
Go to \VMware\RPMS to locate the VMware Tools installation package.
3. Log in to the guest operating system from the virtual machine console (see diagram 4-16-5).
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Diagram 4-16-5

4. Select the template name and then right-click and select Install/lUpgrade VMware Tools
from the menu. (see diagram 4-16-3.)

5. Mount the CD with the command: mount /dev/cdrom /mnt

6. Install the package with the command:

cd /mnt/VMware/RPMS

rpm —Uvh VMware esx*.rpm

NOTE: The package name is likely to be different.

7. Configure the VMware Tools with the command:

vmware-config-tools.pl

8. Enter number: 1

9. Start the VMware Tools with the command:

Vmware-toolbox &

VMware Tools on the summary page displays OK if the tools are available (see diagram 4-16-6).

Diagram 4-16-6

The Software Installation and configuration

NOTE: The "vi-admin" is default user name of vMA without the administrator privilege. If you
can't install or start software normally, please add “sudo” before every command to act as the
administrator privilege.

To install the software:
1. Start the vMA guest operating system.
2. Download the software from the Web site or from the CD provided with the UPS.
3. Upload the software from Windows to vMA using WinSCP tools.
4. Copy the Linux and InstallerData files from the CD to vMA. Enter the following commands
to access the Linux and InstallerData files:
sudo chmod -R 777 Linux
sudo chmod -R 777 InstallerData
5. Enter the Linux path and then enter the following command to install the software:
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cd Linux

sudo ./setup_console.bin
6. After install software OK, enter software installation file path and execute script “config.pl”:
Enter the command: sudo ./config.pl
Input the target host ip(or hostname), username, password. Software support multi-hosts
shutdown.
For example: 172.18.127.125 and 172.18.127.110 will be added, refer to the following diagram:

The host information will be saved in hostlist document, refer to the following diagram.
Note: The password will be encrypted.

7. Start the Agent. From the installation path, enter the command:

sudo ./agent start
8. Configure the shutdown parameter of the software agent installed on vMA to shut down the guest
OS and VMware ESXi server safely.

the software agent installed on vMA should select the check box of Remote Shutdown by Agent

and add the IP of another software agent, and select the check box of Run Command File before
Shutdown in shutdown settings dialog. Please refer to diagram 4-16-7. For example: another
software agent IP is 172.18.127.10.
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Diagram 4-16-7
Notice: The shutdown settings dialog of the softwar e agent installed on vMA should be
open from the shutdown parameter of device menu, by selecting the agent name on the
manager window of another agent installed on operat ing system with GUI.

Another software agent should be installed on operating system with GUI, the agent should

communicate with UPS by RS232 or USB and should configure shutdown remote agents in
shutdown settings dialog. Here the remote agent means the software agent installed on vMA. Please
refer to diagram 4-16-8. For example, the IP of the software agent installed on vMA is 172.18.127.20.
When the shutdown conditions is met, software agent installed on vMA will receive shutdown signal,
and run command file before shutdown to shut down all the guest OS and VMware ESXi server
safely.
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Diagram 4-16-8
Notice: Another software agent installed on operati ng system with GUI should be the same
version as the software installed on vMA.

17. How to configure the computer powered by Multi- UPS shut down safely

For local computer: If there are more than one UPS supplying power to the local computer with
software as below 4-17-1, you want to safely shut down or suspend the local computer before all
UPS can'’t supply power to the local computer. You should select the “Multi-UPS input” option in the
“shutdown settings” dialog of each UPS and set condition, refer to the following picture 4-17-2. The
local computer won't be shut down or in suspend mode until all the condition of all UPS is met.
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Diagram 4-17-1

Diagram 4-17-2
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For remote computer without communication with UPS: If there are more than one UPS supplying
power to the remote computer with software, you want to safely shut down or suspend the remote
computer before all UPS can't supply power to the remote computer. You should configure the
software installed on the remote computer to be shut down by another computer, refer to the
following picture 4-17-3, and in the “shutdown settings” dialog of another computer with software
communicating with the two UPS to shut down the remote computer, the shutdown condition of each
UPS should be set separately, refer to the following picture 4-17-4 and 4-17-5. The remote computer
won'’t be shut down or in suspend mode until all the condition of all UPS is met.

Diagram 4-17-3
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Diagram 4-17-4

Diagram 4-17-5
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Appendix A—Glossary Explanation
Agent—Agent is a background application of the Windows/Unix/Linux operating system.

UPS Battery Low —When Utility Power fails and battery supplies power, if the battery voltage is
lower than a certain value (refer to UPS Specification); UPS will send a warning
tone at intervals of 1 second for battery low.

UPS battery backup time exhausted —Indicates when UPS AC fails, battery supply time has
exceeded the “battery backup time” which has been set (“Battery backup time”
can be set in the “Shutdown parameter” dialog of Winpower).

UPS output overload —UPS load is more than 110% Rated load.
Load too high —UPS load is more than 100% 110% rated load.

Supply power in Bypass mode —for the reason of UPS not on or the hardware fault, the input will
not go through the inverter of UPS, but output directly. At this moment, if AC
fails, UPS will not startup backup battery to supply, so the output will also out of
electricity.

UPS self-test —After UPS’ supply mode is switched from utility power mode to battery mode and
work on for a period of time, return to utility power mode again. The purpose of
self-test: First is to check if it can supply normally in battery mode; second is to
make the battery discharge termly (as every month), that is helpful for the battery
maintenance and can prolong the battery’s service life.

Self-test failure —Indicates that the battery can’t supply power normally in battery mode via self-test.

Battery Backup Time —Indicate the time that battery supplies power when utility power fails. After
this time is used up, the Agent begins to shut down the opened application.

Shutdown File Max Execution Time —the max time shutdown file executes.

System Shutdown Need Time —the time for system shutdown, is also the time from system begins
shut down to turn off UPS outlet.

Remote Shutdown by Agent —Local Agent will shutdown in shutdown delay time after the specified
Agent Shutdown.

Start Warning before Scheduled Shutdown  —if user has set time shutdown, Winpower will begin
warning at this time earlier than shutdown.

Shutdown Alarm Interval —Indicate after the shutdown warning begins (include time shutdown
warning and AC fail shutdown warning), interval of each warning.
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Appendix B---Winpower Event Table

Serial Type of
Number|Event Description Message Remarks
Serious Can be set as no shutdown system
1 UPS Battery Low through “Shutdown parameter”
UPS Battery Time Serious Can set battery backup time through
2 Exhaust “Shutdown parameter”
) Serious
3 UPS Fail
Serious i
4 UPS Output Overload Output load is more than 110%
Warning The connection of communication
cable is not good, or communication
6 Communication Lost port fault.
i Warning
7 AC Fall
Warning UPS will be switched to bypass mode
for the reason of overload, hardware
fault and so on. Online UPS is also in
bypass mode when it is off, at this
8 On Bypass time UPS has no protection function.
9 Bypass without output
i Warning
10 Self-test Fail
Phase sequence incorrect |Warning
11 in Bypass Three-phase UPS support
Battery switch not Warning
12 engaged Three-phase UPS support
Warning
13 Load unbalance Three-phase UPS support
. Warning
14 Load too high
i Warning
15 Internal warning Three-phase UPS support
o . \Warning
16 Maintain cover is open
Information
17 AC Restore
L Information
18 Communication Create
Information
19 Agent Start
Information
20 Agent Stop
Information
21 System be shutdown
System be Shut down by Information Set the Agent need to be in response
22 Other Agent to through “Shutdown parameter”.
i Information
23 Special date Close UPS
Information
24 Weekly Close UPS
Information o )
25 Self-test Start Self-test begins immediately.
Information
26 Self-test cancel
Information

27

Self-test End




Information

28 Special date Self-test Start
Special date Self-test Information
29 Cancel
) Information
30 Special date Self-test End
Information
31 Monthly Self-test Start
Information
32 Monthly Self-test Cancel
Information
33 Monthly Self-test End
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Frequently Asked Questions

Question:
UPS can’t communicate with Winpower under Debian Etch Stable Core 2.6 18-5-486

Method to fix it :
Here are the procedures to solve this question:

Login in Debian as root, the permission of general user is limited to install winpower.
Debian refuse to login as root, some special settings is needed.

Remark
a. In the login interface, there are three icons: “Language”, “Session*, “Action“, choose
“Action”
b. Choose the last icon of “configure the login manager” in the dialog pop-up
c. Choose the icon of “security” in the dialog pop-up
d. Choose “allow local system administrator login”
Input the user name of root and the password, and then install the winpower
manually.
Use the command “./agent start to start Winpower service, and then use the command
of “./monitor*” to start the monitor interface
Copy the document of s99UPS from Linux (attached CD) to /etc/rcS.d,
The file sS99UPS is used to start Winpower service automatically.
When the computer reboots, Winpower service will be started automatically. Just need to
start the monitor interface by the command “./monitor*

Remark:
a. |If the third step is executed, no matter what the user login in as root or a
general user, the communication with UPS will be successful.
b. If the third step have not been executed, you should login as root, and use the
command “./agent start” to start Winpower service. If login in as a general user, the
communication with UPS will be failed

Question:

UPS can’t communicate with Winpower under RedHat Core 2.6 9

Method to fix it :

Add the word of “none /proc/bus/usb usbdevfs defaults 0 0” to the document “/etc/fstab”
Winpower can find the UPS when choose the icon of “auto search”.

Question:

Mac 10.5 OS with the terminal interface opened can’'t be shut down normally by
winpower. The information is shown as the following figure.
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Method to fix it :

Change the setting of the terminal as the following steps:

1. Click “Terminal” shown on the left corner of Mac 10.5 OS, and select
“Preferences...”, There will be a dialog shown as below. Please select
“Nerver” of “Prompt before closing” in the “Shell” interface.
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